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' YES WE MAKE IT

LK-P Series is designed to be ideal for mobile
receipt or label printing.

LK-P printers are compact yet powerful, maintaining a long battery life and paper capacity. It offers the flexibility
to adjust to a wide range of requirements not only in paper width (2/3/4 inches) but also in connectivity. They're
capable of secure wireless communications and adaptable to multiple other interfaces. The LK-P series support
a variety of O/S drivers, including Win CE/Mobile, Linux, Symbian, Blackberry and more to meet the various
needs of your mobile workforce.

Get the convenience and value of the LK-P series and enjoy the benefits and reliability!

Key feature

Compact sized design with excellent durability

SEWOO Mobile printers provide both a rugged design and strong durability that are
optimized for mobile use. They are drop resistant from up to 1.8m (onto concrete) and are
IP54 certified. Our printers also provide high-speed printing at 80mm-100mm per second.
The compact design allows for one-handed use and a secure grip that will make carrying
convenient.

Wide range of products
SEWOO offers mobile printers in sizes ranging from 2~4 inches. Adapted to user’s needs, receipt and receipt/label printers

are available built with MSR and Peeler selection optional.
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_ Various accessories to increase the portability and connectivity

. SEWOO Mobile printers support a wide range of accessories that can enhance the connec-
tivity and portability.

A wide variety of wired and wireless connectivity (i.e R5-232C, USB, Bluetooth and Wi-Fi)
simplifies connection to your mobile terminal and improves work efficiency. Accessories

MSR and Peeler Option

SEWQOO Mobile printers has magnetic stripe reader & smart card readers and Peeler as an
options. If you choose MSR as an option, you can use as a receipt printer for payment solution.
If you choose Peeler option and using as a label printer, the label automatically peeled off so
you can increase your working efficiency.

T o)

such as the Strap, Belt clip, Leather case, and car charger will make carrying more convenient.

SEWOO MOBILE PRINTER APPLICATION

SEWOO Mobile printers are offered in receipt and receipt/label models to provide mobile printing solutions
to users in various fields such as retail, delivery, logistics, transportation and etc.

RECE!PT

| i Pcd CliPhone [ lPad | il Pod [iPhone [ lFad] | i Pcd CiPhone [ |Pad

I wpP2s 0§ kP24 | kp3a | LK-P22 I I wpom | kP31

Delivery Retail Transportation

RECEIPT / LABEL

[inTP’;d [iPhone EIiPad] KETP’;d [iPhone EIiPad] KETP’;d [iPhone EIiPad] [ETP’:)d HiPhone Clipad

I wpri21 I kP30l |

Logistics Hospital Retail Parking

03 P



YES WE MAKE IT

SEWOO MOBILE PRINTER

Designed to be ideal for mobile receipt and label printing.

/ LK-P25 LK-P24 LK-P34 NEW
’ 2"Receipt 2"Receipt 3"Receipt
SEWOO AMC Solution! \
Advanced Manual Cutter
The AM.C solution is a new cutting technology PRODUCT Lk-P25 Lk-P24 LK-P34
; . . ) . METHOD Direct thermal Direct thermal Direct thermal
that is used in mobile printers for easy handling — SPEED pr—— P —— FT e
e H WIDTH i I 72mm, 576 Dots/li
of paper cut by pushing a button with one hand. e fomm, 2 orsline omm, 3 orsine o
DOT PITCH 8 Dot/mm, 0.125 Pitch 8 Dot/mm, 0.125 Pitch 8 Dot/mm, 0.125 Pitch
Font A(12x24) 48 cal
CHARACTER PER LINE 32 columns 32 columns columns
Font B(9x17) 42 columns 42 columns 64 columns
| ALPHA NUMERIC CHARACTER 95 95 95
. CHARACTER SET EXPENDED GRAPHIC 128 x18 page(1 space page) 128 x18 page(1 space page) 128 x18 page(1 space page)
] Reliable Cutter by SEWQOO INTERNATIONAL CHARACTER 14 14 14
2-inch A M Ad d M | .|. h | EAN-8, EAN-8(+2+5), EAN-13, EAN-13(+2+5), Codabar, Code11,
L K— P24 C ( Va n Ce a n U a C Utter) ec n O Ogy 1D Code39, Code03, Code128, ITF, LUPC-A{+2+5), UPC-E, UPC-E(+2+5),
BARCODE Planet, UPC-A etc
. QR, PDF417, MicroPDF417, Maxicode, Datamatrix,
- Paper Cutting 20 Aztec, RS514, TLC39
) Black - FontA(12x24), FontB(9x17), Asian Font(KOR, JPN,
CHN_GB2312, CHN_BIG5),
easy BUTTON fONIS Font0/1/2/4/5/6/7, Resident TTF, Downloadable TTF, FontA~H,
cuttin i -
g & vyVYyYYyY s FontGS, Resident TTF(Font0), Font1-~8
[ DOWN | MEMORY AN Lo saﬂmﬁsma
Cover Open
TYPE Thermal paper
3-inch EXAM PLE WIDTH 58mm 58mm 80mm
PAPER THICKNESS 0.06mm 0.06mm~0.09mm 0.06mm~0.09mm
L K' P 3 4 ROLL DIAMETER Max. @ 40mm Max. @ 40mm Max. @ 50mm
— ROLL CORE INNER DIAMETER 12.5mm = 0.5mm 12.5mm £ 0.5mm 12.5mm +0.5mm
STANDARD USB+ Bluetooth Smart Ready(Bluetooth 4.2 + BLE) USB
J AN )
INTERFACE WIi-Fi(802.11a/b/g/n), Bluetooth Smart Ready
W Black | Advanced gdli NFC Tag (Bluetooth4.2+BLE), NFC Tag
Man_u a ¢¢  Manual BATTERY CHARGER AC/DC Charger
Cutting Cutting 3.7V 2600mAh Li-ion 7.4V 1,510mAh Li-ion 7.4V 2,000mAh Li-ion
BATTERY 1.8(118min)Hrs Charging time 2Hrs Charging time 3 Hrs Charging time
55Hrs Stand-by 38Hrs Stand-by 51Hrs Stand-by
SENSOR STANDARD Paper end, Cover open, Black mark Paper end, Cover open Paper end
Key Features RELIABILITY | TPH LIFE 50km 50km 50km
Tl e | OPERATING TEMPERATURE -10~50C -10~50T -10~50TC
. . . STORAGE TEMPERATURE 20~60C -20~60T -20~60T
[ ]
RE‘CE‘Ipt MOblle Printer ST | OPERATING HUMIDITY 10 ~ 80% 10 ~ 80% 10~ 80%
. STORAGE HUMIDITY 10 ~ 90% 10 ~90% 10 ~ 90%
[ ]
Prints at 100mm/s IP(Without case) 1P43 certified IP54 certified
. . CERTIFICATION KCC, CE, FCC, IC, UL/cUL, Mfi, Telec
* Strong and Powerful Design against Dust and Water (LK-P24 : IP43, LK-P34 : IP54) =
. . X EMULATION ESC/POS, CPCL, ZPL Command compatible
* Long Battery Life (LK-P24 : 1,510mAh, LK-P34 : 2,000mAh)
DRIVER ‘Windows Driver, Window CE & Mobile Driver & SDK(CE 4.2 -, Mobile 5.0-),
° Easy B | u etOOth Connection Settin g by usin g N FC FU nction | Linux Driver, Mac Driver, OPOS Driver, JavaPOS Driver, iOS SDK, Android(2.1-) SDK, Blackberry SDK, Symbian
i h Wei h W x D x H(mm) 79x44.4x103.2 81.5%121.4%x45.3 107.5x145%56
L] DIMENSION
Ig tWel g t P43 W x D x H(inch) 3.1%1.74%4.06 3.2x4.77%1.78 4.23%5.70%2.20
P54 _ ! )) _
. ~ QQ ‘:h WEIGHT 189g(With Battery) 264.1g(With battery) 422g(With battery)
AMC 1P43,1P54 NFC BLUETOOTH Wi - Fi OPTION Printer charging cradle
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[
. YES WE MAKE IT
SEWOO MOBILE PRINTER
Designed to be ideal for mobile receipt and label printing.
LK-P121T LK-P201I LK-P21 LK-P22/LK-P22MI
2"Receipt / Label 2" Receipt 2"Receipt / Linerless 2"Receipt '
PRODUCT LK-P120O0 LK-P200 PRODUCT LK-P21 LK-P22/LK-P22MI
[ METHOD Direct thermal Direct thermal | METHOD Direct thermal Direct thermal
SPEED SPEED
PRINTING 127mm/sec gomm/sec SRINTING s0mm/sec _ 100mmsec
WIDTH 48mm, 384 Dots/line 48mm, 384Dots/line WIDTH 48mm, 384 Dots/line 48mm, 384Dots/line
RESOLUTION 203 DPI 203 DPI RESOLUTION 203 DPI 203 DPI
DOT PITCH 8 Dot/mm, 0.125 Pitch 8 Dot/mm, 0.125 Pitch DoT PITCH 8 Dot/mm, 0.125 Pitch 8 Dot/mm, 0.125 Pitch
Font A(12x24) 32 columns 32 columns Font A(12x24) 32 columns 32 columns
CHARACTER PER LINE CHARACTER PER LINE
Font B(Ox17) 42 columns 42 columns Font B(9x17) 42 columns 42 columns
| ALPHA NUMERIC CHARACTER 95 95 ALPHA NUMERIC CHARACTER 95 95
CHARACTER SET | EXPENDED GRAPHIC 128 x 18 page(1 space page) 128 x 18 page(1 space page) CHARACTER SET EXPENDED GRAPHIC 128 x 18 page(1 space page) 128 x 18 page(1 space page)
INTERNATIONAL CHARACTER! 14 14 INTERNATIONAL CHARACTER 14 14
EAN-8, EAN-8(+2+5), EAN-13, EAN-13(+2+5), Codabar, Code11, EAN-8, EAN-8(+2+5), EAN-13, EAN-13(+2+5), Codabar, Code11, EAN-8, EAN-8(+2+5), EAN-13, EAN-13(+2+5), Codabar, EAN-8, EAN-8(+2+5), EAN-13, EAN-13(+2+5), Codabar, Code11,
1D Code39, Coded3, Code128, ITF, LUPC-A(+2+5), UPC-E, UPC-E(+2+5), Code39, Code03, Code128, ITF, LUPC-A(+2+5), UPC-E, D Code11, Code39, Code93, Code128, ITF, LUPC-A(+2+5), Code39, Code03, Code128, ITF, LUPC-A(+2+5), UPC-E, UPC-E(+2+5),
BARCODE . Planet, UPC-A etc UPC-E(+2+5), Planet, UPC-A etc BARCODE _ _ UPC-E, UPC-E(+2+5), Planet, UPC-A etc Planet, UPC-A etc
2D QR, PDF417, MicroPDF417, Maxicode, QR, PDF417, MicroPDF417, Maxicode, 0 PDF417, QR Code, Maxicode,GS1/ QOR. PDF417, MicroPDF417, Maxicode,
Datamatrix, Aztec, RS514, TLC39 Datamatrix, Aztec, RS514, TLC39 DataBar™ (RSS) family, Datamatrix, Aztec Datamatrix, Aztec, RSS14, TLC39
FontA(12x24), FontB(0x17), Asian Font(KOR,JPN, FontA(12x24), FontB(9x17), Asian FontA(12x24), FontB(9x17), Asian Font(KOR, JPN, FontA(12x24), FontB(9x17), Asian Font(KOR.JPN,
CHN_GB2312,CHN_BIGS), Font0/1/2/4/5/6/7, Resident TTF, Font(KORJPN,CHN_GB2312,CHN_BIGS), CHN_GB2312, CHN_BIGS), CHN_GB2312,CHN_BIGS), Font0/1/2/4/5/6/7, Resident TTF,
FONTS Downloadable TTF, FontA~H, FontGs, Fant0/1/2/4/5/6/7, Resident TTF. HGHIS Font0/1/2/4/5/6/7, Resident TTF, Downloadable TTF, FontA~H, Downloadable TTF. FontA~H, FontGs,
i Downloadable TTF, FontA~H, FontGS, - )
Resident TTF(Font0), Font1 ~ Resident TTF(Font0), Fontl ~ 8 FontGS5, Resident TTF (Font0), Font1~8 Resident TTF(Font0), Font1 ~ 8
[ FLASHIMAX) 16MB 16MB(Max.32MB) FLASHIMAX ) 8MB 8MB
MEMORY MEMORY
RAM SDRAM 8MB SDRAM 8MB RAM SRAM 4MB SDRAM 8MB
| TYPE Thermal paper/Label Thermal paper TYPE Thermal paper/Linerless(Optional) Thermal paper
.W‘DTH 12.7~58mm 58mm WIDTH 58mm 58mm
PAPER THICKNESS 0.06~0.16mm 0.06~0.09mm PAPER THICKNESS 0.06-0.09mm 0.06-0.09mm
ROLL DIAMETER Max. @ 56mm Max. @ 48mm ROLL DIAMETER Max. @ 40mm Max. @ 40mm
| ROLL CORE INNER DIAMETER 12.5mm £ 0.5mm 12.5mm + 0.5mm ROLL CORE INNER DIAMETER 12.5mm = 0.5mm 12.5mm £0.5mm
| STANDARD Serial(RS-232C), USB Serial(RS-232C), USB STANDARD Serial(RS-232C), USB USB
INTERFACE Wi-Fi(802.11a/b/g/n), Bluetooth Smart ready Wi-Fi(802.11a/b/g/n), Bluetooth Smart ready INTERFACE WI-Fi(802.11a/b/g/n), Bluetooth Smart ready
OPTION OPTION Bluetooth Class 2
_ (Bluetoothd.2 + BLE) (Bluetooth4.2 + BLE) o (Bluetoothd.2 + BLE), NFC TAG
 BATTERY CHARGER i AC/DC Charger AC/DC Charger BATTERY CHARGER AC/DC Charger AC/DC Charger
7.4V 2,600mAh Li-ion 7.4V 2,000mAh Li-ion, 7.4V 1,130mAh Li-ion, 7.4V 1,510mAh Li-ion,
BATTERY 3.3Hrs Charging time 3 Hrs Charging time, BATTERY 2 Hrs Charging time, 2.5 Hrs Charging time,
85Hrs Stand-by 51Hrs Stand-by 30Hrs Stand-by 38Hrs Stand-by
SENSOR STANDARD Paper end, Gap, Black mark, Cover open, Peeler detect, Peeler S/W Paper end SENSOR STANDARD Paper end Paper end, Cover open
RELIABILITY | TPHLIFE 50km 50km RELIABILITY TPH LIFE 50km 50km
OPERATING TEMPERATURE -10~50C -10~50T (OPERATING TEMPERATURE -10~50T -10~50T
TEMPERATURE TEMPERATURE
STORAGE TEMPERATURE -20~60T -20~60TC STORAGE TEMPERATURE -20~60TC -20~60TC
HUMIDITY CREEL S AR 10~90% 35~ 95% —— OPERATING HUMIDITY 35 ~ 95% 35~ 80%
STORAGE HUMIDITY 10 ~90% 10 ~90% STORAGE HUMIDITY 10 ~ 90% 10 ~ 90%
P 1P42 certified 1P42, IPS4(with case) certified P IP42 certified IP42 certified
CERTIFICATION KCC, CE, FCC, UL/cUL, Telec, IC, MFi KCC, CE, FCC, UL/cUL, IC, Telec, MFi CERTIFICATION KCC, CE, FCC, UL/cUL, MFi KCC, CE, FCC, IC, UL/cUL, MFi, Telec
LCD FSTN LCD 128 x 64 dots - LCD - -
EMULATION ESC/POS, CPCL, ZPL Command compatible ESC/POS, CPCL ZPL Command compatible EMULATION ESC/POS, CPCL. ZPL Command compatible ESC/POS, CPCL, ZPL Command compatible
Windows Driver, Window CE & Mobile Driver & SDK(CE 4.2~, Mobile 5.0~), ‘Windows Driver, Window CE & Mabile Driver & SDK(CE 4.2~, Mobile 5.0~),
DRIVER Linux Driver, Mac Driver, OPOS Driver, JavaPOS Driver, DRIVER Linux Driver, Mac Driver, OPQS Driver, JavaPOS5 Driver,
i0S SDK, Android(2.1~) SDK, Blackberry SDK, Symbian i0S SDK, Android(2.1~) SDK, Blackberry SDK, Symbian
W x D x Himm) 104 x 158 x 85 93 %138 %62 W x D x H(mm) 80x133x47 80x119.4x44
DIMENSION [ B DIMENSION -
W x D x Hinch) 41x622x3.34 3.66 X543 x 244 W x D x Hlinch) 314x5.21%1.84 3.14x470%1.73
WEIGHT 570g (with battery) 440 (With battery) WEIGHT 240g (With battery) 242.5¢ (With battery)
OPTION Peeler MSR, IC CARD Reader OPTION MSR Printer charging cradle, MSR & ICR(Factory aption)
All specifications and designs are subject to change without notice All specifications and designs are subject to change without notice
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SEWOO MOBILE PRINTER
Designed to be ideal for mobile receipt and label printing.

I

LK-P41
4" Receipt / Label

LK-P4310
4" Receipt / Label

LK-P30O LK-P31
3"Receipt/ Label 3"Receipt
PRODUCT LK-P30II LK-P31
METHOD Direct thermal Direct thermal
PEE|
PRINTING SPEED 100mm/sec 60mmy/sec
WIDTH 72mm, 576 Dots/line 72mm, 576 Dots/line
RESOLUTION 203 DPI 203 DPI
DOT PITCH 8 Dot/mm, 0,125 Pitch 8 Dot/mm, 0.125 Pitch
CHARACTER PER LINE Font A(12x24) 48 columns 48 columns
Font B(9x17) 64 columns 64 columns
ALPHA NUMERIC CHARACTER 95 95
CHARACTER SET EXPENDED GRAPHIC 128 x 18 page(1 space page) 128 x 18 page(1 space page)
INTERNATIONAL CHARACTER 14 14
" EAN—B,E;:NB(+2+5;, EAN—L’; EAN13S¢—2+S),I$::Jdabar, EAN-8, EAN-13, Code39, ITF, UPC-A,
Code11, Code39, Code93, Code128, ITF, UPCE, Codabar, Code93, Cade128
BARCODE LUPC-A(+2+5), UPC-E,UPC-E(+2+5), Planet, UPC-A etc.
2D QR, PDF417, MicroPDF417, Maxicode, .
Datamatrix, Aztec, R5514, TLC39 EREAE R Sode CRpmet
FontA(12x24), FontB(9x17), Asian
Font(KOR,JPN,CHN_GB2312,CHN_BIG5),
FONTS Font0/1/2/4/5/6/7, Resident TTF, Font A, Font B
Downloadable TTF, FontA~H, FontGS,
Resident TTF(Font0), Font1 ~ 8
MEMORY FLASH(MAX.) 16MB(Max. 32MB) 8MB
RAM SRAM 8MB SDRAM 4MB
TYPE Thermal paper Thermal paper
WIDTH 25mm ~ 80mm 80mm
PAPER THICKNESS 0.06mm ~ 0.16mm 0.06-0.09mm
ROLL DIAMETER Max. @ 56mm Max. @ 25mm
ROLL CORE INNER DIAMETER 12.5mm + 0.5mm 8.5mm £ 0.5mm
INTERFACE STANDARD Serial(RS-232C), USB USB, Bluetooth Class 2
OPTION Wi-Fi(802.11a/b/g/n), Bluetooth Smart ready (Bluetooth4.2 + BLE) -
BATTERY CHARGER AC/DC Charger AC/DC Charger
7.4V 2,600mAh Li-ion, 7.4V 1,130mAh Li-ion,
BATTERY 3.3 Hrs Charging time, 2 Hrs Charging time,
55Hrs Stand-by 30Hrs Stand-by
SENSOR STANDARD Paper end, Cover open, Black mark, Gap Paper end, Black mark, Cover open
RELIABILITY TPH LIFE 50km 50km
OPERATING TEMPERATURE -10~50TC -10~507C
TEMRERATURE STORAGE TEMPERATURE -20~60TC -20~60C
OPERATING HUMIDITY 10 ~ 80% 35 ~95%
HUMIDITY STORAGE HUMIDITY 10~ 90% 10~ 95%
IP IP42 certified 1P42 certified
CERTIFICATION KCC, CE, FCC, UL/cUL, IC, Telec, MFi KCC, FCC
LCD
EMULATION ESC/POS, CPCL, ZPL, Command compatible ESC/POS Command compatible
Windows Driver, Window CE & Mobile Driver & SDK(CE 4.2~, Mobile 5.0~),
DRIVER Linux Driver, Mac Driver, OPOS Driver, JavaPOS Driver,
i0S SDK, Android(2.1~) SDK, Blackberry SDK, Symbian
W x D x H(mm) 120x152x 70 110 105 x 30
DIMENSION
W x D x H(inch) 4.72x598x2.75 433%x3.93x1.18
WEIGHT 640g (With battery) 3109 (With battery)
OPTION MSR, IC CARD Reader

T e ot e O

All specifications and designs are subject to change without notice.

PRODUCT LK-P41 LK-P4310
METHOD Direct thermal Direct thermal
PRINTING SPEED 80mm/sec : 100mm/sec :
WIDTH 104mm, 832 Dots/line 104mm, 832 Dots/line
RESOLUTION 203 DPI 203 DPI
DOT PITCH 8 Dot/mm, 0.125 Pitch 8 Dot/mm, 0.125 Pitch
Font A(12x24) 69 columns 69 columns
CHARACTER PER LINE
| Font B(9x17) 92 columns 92 columns
ALPHA NUMERIC CHARACTER 95 95
CHARACTER SET EXPENDED GRAPHIC 128 x 18 page(1 space page) 128 x 18 page(1 space page)
INTERNATIONAL CHARACTER 14 14
EAN-8,EANB(+2+5), EAN-13, EAN13(+2+5), Codabar, Code11,
B R F g A
D EANCEANCIS: Codead. 'Tcgﬁz]cz'g' UPCE, Codabar, Code93, | ¢ 4e39, Coded3, Code128, ITF, LUPC-A(+2+5), UPC-EUPC-E(+2+5),
BARCODE Planet, UPC-A etc.
0 PDF417, QR Code, Maxicode, Datamatrix QR, PDF417, MicroPDF417, Maxicode,
Datamatrix, Aztec, RSS14, TLC39
FontA(12x24), FontB(9x17), Asian Font(KOR JPN,
FONTS Font A, Font B, Download bitmap CHN_GB2312,CHN_BIGS), Font0/1/2/4/5/6/7, Resident TTF,
Downloadable TTF, FontA~H, FontGS,
Resident TTF(Font0), Font1 ~ 8
FLASH(MAX.) 8MB 32MB
MEMORY RAM SRAM 4MB SDRAM 16MB
TYPE Thermal paper/Label Thermal paper/Label
WIDTH 50 ~112mm 50~112mm
PAPER THICKNESS 0.06~0.16mm 0.06~0.16mm
ROLL DIAMETER Max. @ 56mm Max. @ 56mm
ROLL CORE INNER DIAMETER 12.5mm +0.5mm 12.5mm + 0.5mm
INTERFACE STANDARD Serial(RS-232C), USB Serial(RS-2320), USB
OPTION Bluetooth Class 2, Wi-Fi(802.11a/b/g/n) Bluetooth Class 2, Wi-Fi(802.11a/b/g/n)
BATTERY CHARGER AC/DC Charger AC/DC Adaptor
7.4V, 2,600mAh, 5,200mAh 7.4V 2,600mAh, 5,200mAh
BATTERY 6.2Hrs Charging time 6.2Hrs Charging time
165Hrs Stand-by(5,200mAh) 90Hrs Stand-by(5,200mAh)
SENSOR STANDARD Paper end, Gap, Black mark, Cover open Paper end, Gap, Black mark, Cover open, Peeler detect, Peeler S/W
RELIABILITY TPH LIFE 50km 50km
TEMPERATURE OPERATING TEMPERATURE -10~50C -21~55T
STORAGE TEMPERATURE -20~60C -30~65C
OPERATING HUMIDITY 35~95% 10 ~ 90%
HUMIDITY STORAGE HUMIDITY 10~95% 10~ 90%
1P IPS4(with case) certified IP54 certified
CERTIFICATION KCC, FCC, UL/cUL, TELEC, MFi KCC, CE, FCC, UL/cUL, MFi
LCD - WQVGA Color graphic 3" TFT LCD
EMULATION ESC/POS, CPCL, ZPL Command compatible ESC/POS, CPCL, ZPL Command compatible
Windows Driver, Window CE & Mobile Driver & SDK(CE 4.2~, Mobile 5.0~),
DRIVER Linux Driver, Mac Driver, OPOS Driver, JavaPQS Driver,
i0S SDK, Android(2.1~) SDK, Blackberry SDK, Symbian
W x D x H(mm) 149 %162 x 70 166 x 174 x 80
RO W x D x H(inch) 5.87x6.37x2.75 6.5x6.8x3.1
WEIGHT 572g (With 2600mAh battery) 1kg (With 2600mAh battery)
OPTION - Peeler

All specifications and designs are subject to change without notice
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. . YES WE MAKE
. SEWOO MOBILE PRINTER
Designed to be ideal for mobile receipt and label printing.
Accessories (Options) Memo
Cable Charger
Serial Cable USB Cable Charger Car charger AC cord Car chager SMPS
(LK-P43) (LK-P43) (LK-P43)
Battery & Cradle
LK-P21/31 LK-P20 1l LK-P1211/3011 LK-P41 LK-P43 LK-P22 / LK-P24 4BC
1power supply can be charged
up to 4 cradles in a set
Leather Case

LK-P25 LK-P20 I LK-P21 LK-P31 LK-P30 11 LK-P41

Strap & Belt Clip

-8

J.STEPHEN CO.,LTD.

® 28-6, Gajangsaneopdong-ro, Osan-si, Gyeonggi-do, 18103, Republic of Korea

N vsuew!'y,gq TEL. +82-31-8077-5000 FAX. +82-31-459-8880 E-Mail : sales@miniprinter.com
www.miniprinter.com

Strap Belt clip
Strap is available in all model. Belt clip is available in all model except LK-P31.
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