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Ultra Low Volume Particle

The powerful spraying allows

penetration to minute areas.

Long Spraying Distance
7m long spraying makes the

sterilization job easier.

Light Weight

Body weight Body weight
(including battery) (including battery + solution)



Good Battery Efficiency
JEST’s proprietary technology

lowers electricity consumption.

One-Touch Switch

Anyone can use it conveniently with
the one-touch method.

Detachable Battery

JEST is fully compatible with
globally-recognized Milwaukee batteries




The place to use
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JEST

Product specification

Product composition JEST
Size 430x200x120 mm
Weight 2kg
Specification
Solution capacity 750m@
Operation hour 1 Hour
Spraying length ™
_ 0.Tmm 0.06¢/min
Moy Spraying volume
ozzle 0.3mm 0.1¢/min
s ) | 0.Tmm 20°
raying angle
Praying ang 0.3mm 30°
Motor Rated current 60w, 5A
Voltage 12V
Battery Volume 6,000mah
¥ All M12 batteries from Milwaukee Tools are compatible. 6Ah is recommended for the best performance.
Charging hour 1H
Charger Input voltage 110-220v, 60Hz
Output voltage 12V, 3A

contact us

Main Phone
+82-070-5025-1112
Fax
+82-041-563-0094
E-mail address

ceo@jest.co.kr

Company address

91, Daehak-ro, Seonghwan-eup, Seobuk-gu,
Cheonan-si, Chungcheongnam-do,
Republic of Korea

Webpage

http://jest.co.kr
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