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주테크

주테크

기술혁신 중소기업 인증

특허안전충전함 성능확인서

건설업등록

특허

ISO

우수제품지정 (조달청)

특허

연구개발전담부서

특허 특허

CE인증

www.angtech.co.kr

주테크

주테크

| Certification Mark | | Partnership |

| Certificate |

2016. 10
KFI 형식승인 인증
KFI Certificate

2016. 12
Patent 특허등록

(제 10-1686580호)

2017. 8
한국가스안전공사

성능확인 - 안전충전함

2018. 5
중소벤처기업부

안전충전함 성능 인증
Performance Certificate

2019. 3
조달청 - 3자단가 계약

Designation Certificate 
– Korea Procurment 

Service

2017. 11
중소기업청 R&D 성공판정
- 신제품 개발(안전충전함)

2018. 12
조달청 - 우수제품 지정

2020. 9
CE인증

Certificate CE

2019. 12
Patent 특허등록

(제 10-2059171호)

2020. 12
국무총리 우수기업 표창
Award certificate by 

Prime Minister

2020. 1
이노비즈 인증

Inno-Biz Certificate



www.angtech.co.kr

102-505 Seokcheon-Ro 397, 

Bucheon-Si, Gyeonggi-Do, 14449, Korea

TEL +82-32-624-0272   FAX +82-32-624-0270

www.angtech.co.kr

경기도 부천시 석천로 397(삼정동)

부천테크노파크 쌍용3차 일반제조 102동 505호

TEL 032-624-0272   FAX 032-624-0270

www.angtech.co.kr

Tech Co., Ltd.

2020. 12
국무총리 우수기업 표창
Award certificate by 

Prime Minister



주테크

www.angtech.co.kr

BREATHING AIR SOLUTIONS
호흡용 공기 충전 시스템



•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••
•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••

주테크

주테크

Global market leader

안녕하십니까.
㈜A&G 테크는 20여년의 경험과 기술력으로 업계를 선도하는 엔지니어적 책임을 통감하고 저비
용, 빠른 납기, 고품질의 장비를 제작·공급하기 위한 연구 및 개발을 게을리하지 않겠습니다.

또한, 당사의 제품은 안전과 성능이 담보됨은 물론 글로벌화·고급화·첨단화 되기 위해 Air 와 
Gas 에 대한 모든 Solution을 기업영역으로 삼고, 준비된 기술과 충분한 경험, 열정적인 마음으로 
고객님들과 함께하며 세계시장의 리더가 되고자 합니다.

감사합니다.

A&G Tech Co., Ltd. has been working hard on research and development to produce and 
supply low-cost, fast-delivery and high-quality equipment with the mission of a leading 
engineer based on more than 20 years experience and technology.

In addition, to ensure safety and performance as well as to become globalized, advanced, 
and advanced, our products will take all solutions for Air and Gas as corporate areas, and 
we will be a leader in the global market with prepared technology, sufficient experience, 
and passion.

Thank you.

주테크

주테크

  대표이사 김 경 훈

(주)에이앤지테크

대표이사 

김 경 훈

2004. 3
에이엔지테크 설립
Establishment of

A&G Tech

2007. 2
벤처기업 인증

Certification of 
Venture Business

2016. 8
(주)에이앤지테크 법인 전환

COMPIA 상표 등록
A&G Tech Co., Ltd.
Registration Compia

2008. 12
Patent 특허등록

(제 10-0877511호)
(제 10-0877512호)

2009. 1
ISO 9001 : 2008 인증

2009. 2
연구개발 전담부서 등록
Registration R&D 

department

2010. 12
부천시 우수기업 표창
Award certificate by 

Bucheon-si

2009. 11
KFI 형식승인 인증
KFI Certificate

2012. 3
경기도 우수기업 표창
Award certificate by 

Gyeonggi-do

2006. 3
Agency partner 

CompAir-Gardner Denver

2016. 7
Patent 특허등록

(제 10-1638829호)
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Compia-3407

5409 BLOCK

Breathing air compressor that charges breathing air needed for fire fighting and 

sea-rescue through filtering process via high pressure ambient air compression

(applicable to firefighting, scuba diving cylinders)

| Breathing Air Compressor | CE,  KFI Certification

○ Compia-Series

Model Compia-5409 Compia-3407

Max. Pressure 5000PSI (350BAR) 5000PSI (350BAR)

Capacity 680~1000 ℓ/MIN 350~480 ℓ/MIN

Moter 15~25HP 10~15HP

Elec. 220~480V / 3PH 220~480V / 3PH

Piston Type
1, 2 stage – Cast iron

3, 4 stage – Aluminum alloy
1~4 stage – Cast iron

Cylinder Type V-shaped, 4 stage comp W-shaped, 4 stage comp

•  Cylinder : 1, 2Stage - Cast Iron / 3, 4 Stage - Aluminum

•  Cylinder Type : 90° angle V-shaped Design , 4Stage Comp

•  Four sides Door

•  SUS Control Panel

- 1st, 2nd, 3rd, 4th Pressure Gauge

- Oil Pressure Gauge

- Cartridge Monitoring System

- Timer

- Emergency Button

- Low Oil Pressure/High Temp./Over Pressure Auto Shutdown System

•  Auto Drain System

•  1st, 2nd, 3rd, 4th Piston Ring

•  Separator

•  Auto Start/Stop System

•  CO/Water Sensor

•  Glass Sight Oil Gauge

•  Oil Pump – Shaft

•  Cabinet Type. Filter System

○ Filter System

•  Change of Filter Cartridge

- Running Time : 50 Hour

- Open Box : 6 Month

•  Filter Housing

- Case : 7075T6 Anti-corrosion Aluminum Alloy steel

- Tension : 83,000psi

- ASME Chamber

•  Filter Pressure : 6000psi(414bar)

•  Filter Cartridge Chamber : Polycarbonate, Anti-corrosion FDA Material

•  Transparent plastic Filter Cartridge

•  Anti-corrosion SUS steel spring & Spin Type End Cap

•  Chamber Water & CO Check

•  1st Chamber : Oil & Water Separator for removing

•  Purification capacity : 75,500cf @5000psi(350bar) 20℃

•  Separator, Safety Valve, Check Valve, Pressure retaining Valve

•  Air purity : NEFA1989 & CGA-Grade E
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www.angtech.co.kr

주테크

주테크

| Breathing Air Compressor |

BAM-300K(CE)

BAM-500K

BAM-05K

Compia 3407(CE, KFI)

Compia 5409(KFI)

AGB-10M

Model 300 Series

Motor 3~5 HP 2.2~3.7 kW 220~480V, 3PH

Capacity 90~140 ℓ/min 3.2~5 cfm 5.4~8.4 ㎥/hr

Charging Rate
at 90ℓ/min

Scuba 200 bar 11.1 ℓ 25 min

Fire fight 310 bar 9.0 ℓ 31 min

Industry 120 bar 42 ℓ 56 min

Comp. Type Piston Reciprocating 3 Stage Air Cooled

lubrication Oil Splash Type

Model 500 Series

Motor 5 HP 3.7 kW 220~480V, 3PH

Capacity 180~200 ℓ/min 6.4~7 cfm 10.8~12 ㎥/hr

Charging Rate
at 180ℓ/min

Scuba 200 bar 11.1 ℓ 12 min

Fire fight 310 bar 9.0 ℓ 16 min

Industry 120 bar 42 ℓ 28 min

Comp. Type Piston Reciprocating 3 Stage x Double Air Cooled

lubrication Oil Splash Type

Model 5405 Series

Motor 5~7.5 HP 3.7~5.6 kW 220~480V, 3PH

Capacity 200~280 ℓ/min 7~9.9 cfm 12~16.8 ㎥/hr

Charging Rate
at 250ℓ/min

Scuba 200 bar 11.1 ℓ 9 min

Fire fight 310 bar 9.0 ℓ 11 min

Industry 120 bar 42 ℓ 20 min

Comp. Type Piston Reciprocating 3 Stage Air Cooled

lubrication Oil Splash Type

Model 3407 Series

Motor 10~15 HP 7.5~11.2 kW 220~480V, 3PH

Capacity 350~480 ℓ/min 12.3~17 cfm 21~28.8 ㎥/hr

Charging Rate
at 400ℓ/min

Scuba 200 bar 11.1 ℓ 6 min

Fire fight 310 bar 9.0 ℓ 7 min

Industry 120 bar 42 ℓ 13 min

Comp. Type Piston Reciprocating 4 Stage Air Cooled

lubrication Oil Injection + Splash Type

Model 5409 Series

Motor 15~25 HP 11.2~18.7 kW 220~480V, 3PH

Capacity 680~1000 ℓ/min 24~35.3 cfm 40.8~60 ㎥/hr

Charging Rate
at 680ℓ/min

Scuba 200 bar 11.1 ℓ 3 min

Fire fight 310 bar 9.0 ℓ 4 min

Industry 120 bar 42 ℓ 7 min

Comp. Type Piston Reciprocating 4 Stage Air Cooled

lubrication Oil Injection + Splash Type

Model LD Series ( for Line-Diver )

Motor 5~15 HP 3.7~11.2 kW 220~480V, 3PH

Capacity 250~800 ℓ/min 8.8~28.2 cfm 15~48 ㎥/hr

Tank 100~300 ℓ / SUS

Comp. Type Piston Reciprocating 2 Stage Air Cooled

lubrication Oil Splash Type
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All-in-one
(Compia-3407FS4)

○ Function 

• Safe protection from cylinder rupture

• Certification by Korea government

• Development by Korea Fire Institute(KFI) R&D program

• Certification by Korea Gas Safety Corporation(KGS)

• Explosion experiment over 10 times – KGS

• Portable design

• Compatibility with any compressor

• Manufacture and installment by A&G Tech’s own technology

   안전충전함 (4구형) 
Safety Air Fill-station for 4 cylinders

   압력조절판넬 
Pressure control panel    냉각시스템 

Cooling system

   초미세·세균필터 
Finedust·Bacteria filtering system

Compia-FS4| Safety Air Fill-Station |

| Specification |

Model Compia-FS2 Compia-FS3 Compia-FS4 Compia-3407FS4

Compatibility Compatible with any compressor Include Compressor

Capacity 2 cylinders 3 cylinders 4 cylinders

Cylinder Type Type 1/2/3 Type 1/3 Type 1/2/3

Max. Capacity

Type 1 11.1ℓ 11.1ℓ 11.1ℓ

Type 2 11.1ℓ - 11.1ℓ

Type 3 9.0ℓ 6.8ℓ 9.0ℓ

Max. Pressure

Type 1 20MPa(24MPa) 20MPa(24MPa) 20MPa(24MPa)

Type 2 30MPa(36MPa) - 30MPa(36MPa)

Type 3 31MPa(37.2MPa) 30MPa(36MPa) 31MPa(37.2MPa)

Verification Number In process KGS-17-001 KGS17-005, 19-025

Installment Portable

Size(mm) ±10% L780×W850×H1700 L1080×W1070×H1700 L850×W1070×H1700 L1800×W1100×H1750
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www.angtech.co.kr

주테크

주테크

| Accessory |

○   고압 냉동식 드라이어 (High Pressure Refrigerated Dryer) 
Compia-RD

•  Model : AGD-900RF

•  Air-cooled Type

•  PRESSURE : 35Mpa(350BAR )

•  CAPACITY : 1500ℓ/min~2100ℓ/min

•  Auto Drain

•  Cooling Air Requirement : 500㎥/hr

•  Mount Case : Free Standing

•  Refrigeration Fluid : R22 of R134a

•  IN-OUT Port : 1/4 ~ 3/8 inch

○   재생흡착식 고압 드라이어 (Desiccant Dryer) Compia-DD

•  Breathing Air Filtering System

•  Separator & Mako 1503 / 1803 Filter

•  PRESSURE : 35Mpa(350bar)

○   압력조절 판넬 (Pressure Reducing Panel) Compia-RP

•  Suction / Regulator / Discharge Gauge

•  Safety Valve

•  Check Valve

○   충전판넬 & 고압 압력 탱크 (Filling Panel & Storage Tank) 
Compia-FP, Compia-SS

•  Cylinder Charging Panel

•  Pressure Regulator : 0~350bar Cylinder

•  Charging Pressure : 0~300㎏/㎠

•  Safety Valve &  Check Valve

•  Capacity : 35~55ℓ(1EA)

•  Max Pressure : 6000psi(414bar) 

•  Pressure : 5000psi(350bar)

•  Korea Gas Safety Corporation Certification

○   공기 정화 살균기 (Air Purifier&Sterilizer) Compia-AP

•   Through Prefilter, HEPA Filter, Viruses are killed by 

patented UV-C ultraviolet radiation technology


