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SEUNG JIN is the leading manufacturer of metallic flexible 
piping solutions based on corrugated hoses (bellows) in 
Korea. We have four business divisions. We produce 
sprinkler joint systems for fire protection industries, flow 
control systems for valve industries, expansion joint systems 
for flexible piping industries, and explosion proof flexible 
conduits for hazardous applications.

Our products have been certified according to ISO9001, 
ISO14001, KS, and KGS standards for domestic use and 
other authorities such as UL/ULc, FM, RINA, ABS, and BV for 
international markets. We export our products to over 20 
countries including Australia and India, which are our main 
markets. We are now establishing a new state-of-the-art 
manufacturing facility in Ho Chi-Minh, Vietnam. 

We continue to move forward to achieve our two main 
goals: One is to expand our business on a global scale and 
foster partnerships with domestic and overseas enterprises, 
the other is to satisfy our customers by developing and 
innovating new items and technologies continuously.
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Sprinkler Joint System

Flexible Sprinkler Hose With        
Fittings

What are Flexible Sprinkler Drops?
Flexible Drops are designed to connect sprinklers to the water 
distribution pipework, particularly when installed in 
commercial suspended ceilings.

The basic components are:
• Listed Flexible Sprinkler Drops are made from thin wall 
stainless steel tube, with a typical wall thickness of 0.3mm and 
nominal bore of 20mm or 25mm.

• Tubes are formed with corrugations to produce a bellows 
that allows the tubes to be bent by hand.

• Both braided and unbraided drops are available. Stainless 
steel braiding over the outside of the tube provides additional 
mechanical protection to the drops and is required to resist 
system pressurisation.

• Drops are attached to fixed pipework via a nipple fitting that 
comes as part of the assembly, with a nut and integral washer 
attached to the drop itself.

• Sprinklers are screwed into an outlet reducer, which is either 
an integral part of the drop in some models or is attached by 
another nut assembly in others.

• The outlet reducer is attached to the ceiling grid using a 
proprietary bracketing system that is an integral part of the 
listed assembly.

Sprinkler Joint System

4



Why are Flexible Sprinkler Drops used?
The main advantage of flexible drops from a contracting 
perspective is seen as speed of installation, particularly 
when compared with hard piped sprinkler drops.

Advantages are:
• Cost savings due to quicker installation
• Ease of installation, with more tolerance for locating 
centre of tile etc
• No measuring or thread cutting
• Easy to relocate if necessary (within limits)
• Useful in tight ceiling spaces, giving access to difficult 
sprinkler locations and changing ceiling angles.
• Minimal mess during “second fix”

A further advantage is that sprinklers can be installed at 
the “first fix” stage, which allows pressure testing to be 
completed before ceilings are installed and thus reducing 
the “second fix” work as ceilings installation progresses. 
This is also seen by some contractors to give an advantage 
with programming, where the speed with which
ceiling panels can be installed is faster than hard piped 
sprinklers can be fitted.

Drops listed in UL are intended primarily for use in 
commercial suspended ceilings. Factory Mutual have drops 
approved specifically for use in clean room ceilings and for 
duct protection, where vibration and differential 
movement between piping and sprinklers can be catered 
for, as well as for use in commercial suspended ceilings. 

Sprinkler Joint System

5



FLEXONE SJXXN-T(W)XXX 
FLEXONE SJXXB-T(W)XXX

FLEXONE - ONE SOLUTION FOR COMMERCIAL 
SUSPENDED CEILING
FLEXONE, SEUNG JIN Flexible Sprinkler Drops can be one solution 
for the installation of Sprinkler Fitting System. FLEXONE has 4 kinds 
of Hose Diameter for the design of Fire Sprinkler System 
considering Friction Loss of pipe and can be used for high or low 
pressure use by whether or not stainless steel braiding is. In 
accordance with the specification of piping, especially, when 
needed to consider the vibration or corrosion for piping, the 
installer can choose a specific connected fitting type, Welded Type, 
different from Threaded Type. Customers can also adopt FLEXONE 
New Bracket Systems for the convenience of the installation. 
FLEXONE is certificated by UL/ULc, FM Approval. VdS and CCCF is 
now in the process.

Versatile FLEXONE
• 4 Hose Diameters : FLEXONE 25(Ø 24.8), FLEXONE 27(Ø 26.8), 

FLEXONE 29(Ø 28.8), FLEXONE 32(Ø 31.8)
- Considering Friction Loss & Designing Fire Sprinkler System 

• 2 End Connections : Threaded(Slip Nut) Type & Welded Type
• 2 Shapes : Braided Type & Unbraided Type
• 1 Use : Commercial Suspended Ceiling
• 2 Special Units : FLEXONE Bushing(BU), 

FLEXONE Aluminum Unit(AU)
• 2 New Combinations : FLEXONE New Brackets

FLEXONE 
Flexible Sprinkler Hose With 

Fittings

Sprinkler Joint System
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FLEXONE 25

- Introduction -

FLEXONE 25, SEUNG JIN Flexible Sprinkler Hose, is designed to be 
used in wet sprinkler systems between the branchline and 
sprinkler when installed in accordance with NFPA 13, 13D, and 13R. 

FLEXONE 25 provides a unique sprinkler drop assembly comprised 
of the following components: 
• Stainless Steel Flexible Hose with Two Slip Nuts 
• Branchline Inlet Nipple 
• Straight Sprinkler Reducer 
• Reducer Bracket, Bar Fixing Clamps, and Support Bar

FLEXONE SJ25N-TXXX / FLEXONE SJ25B-TXXX

Sprinkler Joint System
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Product : Flexible Sprinkler Hose With Fittings
Hose Diameter : 24.8mm
Max. Working Pressure : 200 psi
Max. Ambient Temperature : 225°F
End Connections : 1/2”, 3/4” Outlet Reducer For 
Sprinkler(NPT/BSPT)

1” Inlet Nipple For Pipe(NPT/BSPT)
Material : Stainless Steel 304

Product Code : FLEXONE SJ25N-TXXX / FLEXONE SJ25B-TXXX
FLEXONE SJ25N-WXXX / FLEXONE SJ25B-WXXX

- Strength & Composition -
Using FLEXONE 25 saves time and cost because the system can be 
installed in false ceilings without cutting and threading pipes 
associated with installing a drop, arm-over, and elbows. 

FLEXONE 25 makes it possible to test and charge the system with 
water before installing the ceiling grid. After the ceiling grid is in 
position, the FLEXONE 25 can be reshaped to suit the final sprinkler 
location without draining the system. 

FLEXONE 25 is installed quickly without large and expensive tools. 
Ideal applications include offices, schools, libraries, hospitals, and 
shopping complexes. 

Model Composition
FLEXONE : SEUNG JIN Brand For Sprinkler Joint System

(For Use With Commercial Suspended Ceiling)
SJ : Sprinkler Joint
25 : Hose Nominal Diameter(Ø 24.8)
N / B : N - Unbraided Type / B - Braided Type
T / W : T - Threaded Type / W - Welded Type
XXX : Length

Sprinkler Joint System
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- Approvals -
FLEXONE 25 - Hose : 24.8mm(25A)
(1)Threaded Type

Unbraided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ25N-
T700

(UL) N/A N/A

FLEXONE SJ25B-
T700

(UL) FM N/A

FLEXONE SJ25N-
T1000

FLEXONE SJ25B-
T1000

FLEXONE SJ25N-
T1200

FLEXONE SJ25B-
T1200

FLEXONE SJ25N-
T1500

FLEXONE SJ25B-
T1500

FLEXONE SJ25N-
T1800

FLEXONE SJ25B-
T1800

(2) Welded Type

Unbraided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ25N-
W700

N/A N/A N/A

FLEXONE SJ25B-
W700

N/A N/A N/A

FLEXONE SJ25N-
W1000

FLEXONE SJ25B-
W1000

FLEXONE SJ25N-
W1200

FLEXONE SJ25B-
W1200

FLEXONE SJ25N-
W1500

FLEXONE SJ25B-
W1500

FLEXONE SJ25N-
W1800

FLEXONE SJ25B-
W1800

(*) : In Preparation

FLEXONE
SJ : Sprinkler Joint
25 : 25A(Ø 24.8)
N/B : N - Unbraided Type

B -Braided Type
W : Welded Type
XXXX : Hose Length

Sprinkler Joint System
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Outlet Reducer

Insulation Ring

Unbraided Type

Braided Type

Slip Nut

Inlet Nipple

Metal Ring 
(Printed by FM 

Approval)

Hose Diameter 25A : FLEXONE 25 I.D. : 24.2mm O.D. : 24.8mm

Hose Type Unbraided or Braided Type / Threaded or Welded Type

Max. Ambient Temperature 225°F (107°C)

Max. Working Pressure 200 psi

Minimum Bend Radius 6 Inch (UL/ULC) / 9 Inch (FM)

K-Factor

1/2“ Outlet
5.6 gpm(SJ25N-T(W)XXX)

8.0 gpm(SJ25B-T(W)XXX)

3/4” Outlet
11.2 gpm(SJ25N-T(W)XXX)

16.8 gpm(SJ25B-T(W)XXX)

Length Available 700mm, 1000mm, 1200mm, 1500mm, 1800mm

Connection
Inlet 1”, NPT/BSPT

Outlet 1/2” or 3/4”, NPT/BSPT

- Specification -

Sprinkler Joint System
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- Technical Data -

Model
Rated Pr
essure, p

sig

Nom Inlet 
by Outlet 
Size, in.

Assembly 
length, ft

(mm)

Max No. o
f 90° Bend

s

Min Bend 
Radius, in

.

Equivalent Length 
of 1 in. Schedule 
40 Steel Pipe(c=1

20), ft

FLEXONE
SJ25N-T700

200 1x1/2 2.3(700) 1 6 TBD

FLEXONE
SJ25N-T1000

200 1x1/2 3.3(1000) 1 6 TBD

FLEXONE
SJ25N-T1200

200 1x1/2 3.9(1200) 2 6 TBD

FLEXONE
SJ25N-T1500

200 1x1/2 4.9(1500) 2 6 TBD

FLEXONE
SJ25N-T1800

200 1x1/2 5.9(1800) 2 6 TBD

FLEXONE
SJ25N-T700

200 1x3/4 2.3(700) 1 6 TBD

FLEXONE
SJ25N-T1000

200 1x3/4 3.3(1000) 1 6 TBD

FLEXONE
SJ25N-T1200

200 1x3/4 3.9(1200) 2 6 TBD

FLEXONE
SJ25N-T1500

200 1x3/4 4.9(1500) 2 6 TBD

FLEXONE
SJ25N-T1800

200 1x3/4 5.9(1800) 2 6 TBD

Model
Rated Pr
essure, p

sig

Nom Inlet 
by Outlet 
Size, in.

Assembly 
length, ft(

mm)

Max No. o
f 90° Bend

s

Min Bend 
Radius, in

.

Equivalent Length 
of 1 in. Schedule 
40 Steel Pipe(c=1

20), ft

FLEXONE
SJ25B-T700

200 1x1/2 2.3(700) 1 6 TBD

FLEXONE
SJ25B-T1000

200 1x1/2 3.3(1000) 1 6 TBD

FLEXONE
SJ25B-T1200

200 1x1/2 3.9(1200) 2 6 TBD

FLEXONE
SJ25B-T1500

200 1x1/2 4.9(1500) 2 6 TBD

FLEXONE
SJ25B-T1800

200 1x1/2 5.9(1800) 2 6 TBD

FLEXONE
SJ25B-T700

200 1x3/4 2.3(700) 1 6 TBD

FLEXONE
SJ25B-T1000

200 1x3/4 3.3(1000) 1 6 TBD

FLEXONE
SJ25B-T1200

200 1x3/4 3.9(1200) 2 6 TBD

FLEXONE
SJ25B-T1500

200 1x3/4 4.9(1500) 2 6 TBD

FLEXONE
SJ25B-T1800

200 1x3/4 5.9(1800) 2 6 TBD

(1) UL 25 - FLEXONE SJ25N-TXXX

(2) UL 25 - FLEXONE SJ25B-TXXX

Sprinkler Joint System
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(3) FM 25 - FLEXONE SJ25B-TXXX

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

FLEXONE
SJ25B-T700

1⁄2 5.6 9(230) 1 175(1205) 28(700) 26(7.9)

FLEXONE
SJ25B-T1000

1⁄2 5.6 9(230) 2 175(1205) 40(1000) 46.1(14)

FLEXONE
SJ25B-T1200

1⁄2 5.6 9(230) 3 175(1205) 48(1200) 59.6(18.1)

FLEXONE
SJ25B-T1500

1⁄2 5.6 9(230) 3 175(1205) 60(1500) 79.7(24.3)

FLEXONE
SJ25B-T1800

1⁄2 5.6 9(230) 4 175(1205) 72(1800) 100(30.4)

FLEXONE
SJ25B-T700

3/4 8.0 9(230) 1 175(1205) 28(700) 23.7(7.2)

FLEXONE
SJ25B-T1000

3/4 8.0 9(230) 2 175(1205) 40(1000) 44.4(13.5)

FLEXONE
SJ25B-T1200

3/4 8.0 9(230) 3 175(1205) 48(1200) 58.3(17.7)

FLEXONE
SJ25B-T1500

3/4 8.0 9(230) 3 175(1205) 60(1500) 79(24)

FLEXONE
SJ25B-T1800

3/4 8.0 9(230) 4 175(1205) 72(1800) 99.9(30.4)

FLEXONE SJ25N-TXXX / FLEXONE SJ25B-TXXX

Sprinkler Joint System
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FLEXONE 27
- Introduction -

FLEXONE 27, SEUNG JIN Flexible Sprinkler Hose, is designed to be 
used in wet sprinkler systems between the branchline and sprinkler 
when installed in accordance with NFPA 13, 13D, and 13R. 

FLEXONE 27 provides a unique sprinkler drop assembly comprised 
of the following components: 
• Stainless Steel Flexible Hose with Two Slip Nuts 
• Branchline Inlet Nipple 
• Straight Sprinkler Reducer 
• Reducer Bracket, Bar Fixing Clamps, and Support Bar

FLEXONE SJ27N-TXXX / FLEXONE SJ27B-TXXX

Sprinkler Joint System
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Product : Flexible Sprinkler Hose With Fittings
Hose Diameter : 26.8mm
Max. Working Pressure : 175 psi (Unbraided) / 200 psi(Braided)
Max. Ambient Temperature : 225°F
End Connections : 1/2”, 3/4” Outlet Reducer For 
Sprinkler(NPT/BSPT)

1” Inlet Nipple For Pipe(NPT/BSPT)
Material : Stainless Steel 304

Product Code : FLEXONE SJ27N-TXXX / FLEXONE SJ27B-TXXX
FLEXONE SJ27N-WXXX / FLEXONE SJ27B-WXXX

Using FLEXONE 27 saves time and cost because the system can be 
installed in false ceilings without cutting and threading pipes 
associated with installing a drop, arm-over, and elbows. 

FLEXONE 27 makes it possible to test and charge the system with 
water before installing the ceiling grid. After the ceiling grid is in 
position, the FLEXONE 27 can be reshaped to suit the final sprinkler 
location without draining the system. 

FLEXONE 27 is installed quickly without large and expensive tools. 
Ideal applications include offices, schools, libraries, hospitals, and 
shopping complexes. 

Model Composition
FLEXONE : SEUNG JIN Brand For Sprinkler Joint System

(For Use With Commercial Suspended Ceiling)
SJ : Sprinkler Joint
27 : Hose Nominal Diameter(Ø 26.8)
N / B : N - Unbraided Type / B - Braided Type
T / W : T - Threaded Type / W - Welded Type
XXX : Length

Sprinkler Joint System

- Strength & Composition -
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FLEXONE 27 - Hose : 26.8mm(27A)
(1) Threaded Type

Unbraided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ27N-
T700

UL N/A N/A

FLEXONE SJ27B-T700

UL FM (VdS)

FLEXONE SJ27N-
T1000

FLEXONE SJ27B-
T1000

FLEXONE SJ27N-
T1200

FLEXONE SJ27B-
T1200

FLEXONE SJ27N-
T1500

FLEXONE SJ27B-
T1500

FLEXONE SJ27N-
T1800

FLEXONE SJ27B-
T1800

(2) Welded Type

Unbraided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ27N-
W700

N/A N/A N/A

FLEXONE SJ27B-
W700

UL N/A (VdS)

FLEXONE SJ27N-
W1000

FLEXONE SJ27B-
W1000

FLEXONE SJ27N-
W1200

FLEXONE SJ27B-
W1200

FLEXONE SJ27N-
W1500

FLEXONE SJ27B-
W1500

FLEXONE SJ27N-
W1800

FLEXONE SJ27B-
W1800

(*) : In Preparation

FLEXONE
SJ : Sprinkler Joint
27 : 27A(Ø 26.8)
N/B : N - Unbraided Type  

B - Braided Type
W : Welded Type
XXXX : Hose Length
Old UL Model  : 
SPN-WXXX, SPB-WXXX

Sprinkler Joint System

- Approvals -

FLEXONE SJ27N-WXXX/FLEXONE SJ27B-WXXX
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Hose Diameter 27A : FLEXONE 27 I.D. : 26.2mm O.D. : 26.8mm

Hose Type Unbraided or Braided Type / Threaded or Welded Type

Max. Ambient Temperature 225°F (107°C)

Max. Working Pressure 175 psi (Unbraided) / 200 psi (Braided)

Minimum Bend Radius 6 Inch (UL/ULC) / 9 Inch (FM)

K-Factor

1/2“ Outlet
5.6 gpm(SJ27N-T(W)XXX)

8.0 gpm(SJ27B-T(W)XXX)

3/4” Outlet
11.2 gpm(SJ27N-T(W)XXX)

16.8 gpm(SJ27B-T(W)XXX)

Length Available 700mm, 1000mm, 1200mm, 1500mm, 1800mm

Connection
Inlet 1”, NPT/BSPT

Outlet 1/2” or 3/4”, NPT/BSPT

Outlet Reducer

Insulation Ring

Unbraided Type

Braided Type

Slip Nut

Inlet Nipple

Metal Ring 
(Printed by FM 

Approval)

- Specification -

Sprinkler Joint System

16



- Technical Data -

Model
Rated Pr
essure, p

sig

Nom Inlet 
by Outlet 
Size, in.

Assembly 
length, ft(

mm)

Max No. 
of 90° Be

nds

Min Bend 
Radius, in

.

Equivalent Length 
of 1 in. Schedule 
40 Steel Pipe(c=1

20), ft

FLEXONE
SJ27N-T700

175 1x1/2 2.3(700) 1 6 12

FLEXONE
SJ27N-T1000

175 1x1/2 3.3(1000) 1 6 17 

FLEXONE
SJ27N-T1200

175 1x1/2 3.9(1200) 2 6 43

FLEXONE
SJ27N-T1500

175 1x1/2 4.9(1500) 2 6 53

FLEXONE
SJ27N-T1800

175 1x1/2 5.9(1800) 2 6 65

FLEXONE
SJ27N-T700

175 1x3/4 2.3(700) 1 6 22

FLEXONE
SJ27N-T1000

175 1x3/4 3.3(1000) 1 6 35

FLEXONE
SJ27N-T1200

175 1x3/4 3.9(1200) 2 6 39

FLEXONE
SJ27N-T1500

175 1x3/4 4.9(1500) 2 6 47

FLEXONE
SJ27N-T1800

175 1x3/4 5.9(1800) 2 6 53

Model
Rated Pr
essure, p

sig

Nom Inlet 
by Outlet 
Size, in.

Assembly 
length, ft(

mm)

Max No. 
of 90° Be

nds

Min Bend 
Radius, in

.

Equivalent Length 
of 1 in. Schedule 
40 Steel Pipe(c=1

20), ft

FLEXONE
SJ27B-T700

200 1x1/2 2.3(700) 1 6 12

FLEXONE
SJ27B-T1000

200 1x1/2 3.3(1000) 1 6 17

FLEXONE
SJ27B-T1200

200 1x1/2 3.9(1200) 2 6 43

FLEXONE
SJ27B-T1500

200 1x1/2 4.9(1500) 2 6 53

FLEXONE
SJ27B-T1800

200 1x1/2 5.9(1800) 2 6 65

FLEXONE
SJ27B-T700

200 1x3/4 2.3(700) 1 6 22

FLEXONE
SJ27B-T1000

200 1x3/4 3.3(1000) 1 6 35

FLEXONE
SJ27B-T1200

200 1x3/4 3.9(1200) 2 6 39

FLEXONE
SJ27B-T1500

200 1x3/4 4.9(1500) 2 6 47

FLEXONE
SJ27B-T1800

200 1x3/4 5.9(1800) 2 6 53

(1) UL 27 - FLEXONE SJ27N-TXXX

(2) UL 27 - FLEXONE SJ27B-TXXX

Sprinkler Joint System
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- Technical Data -
(3) UL 27 - FLEXONE SJ27B-WXXX

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

FLEXONE
SJ27B-T700

1⁄2 5.6 9(230) 1 175(1205) 28(700) 28.4(8.6)

FLEXONE
SJ27B-T1000

1⁄2 5.6 9(230) 2 175(1205) 40(1000) 45.8(13.9)

FLEXONE
SJ27B-T1200

1⁄2 5.6 9(230) 2 175(1205) 48(1200) 57.4(17.5)

FLEXONE
SJ27B-T1500

1⁄2 5.6 9(230) 3 175(1205) 60(1500) 69.6(21.2)

FLEXONE
SJ27B-T1800

1⁄2 5.6 9(230) 4 175(1205) 72(1800) 81.8(24.9)

FLEXONE
SJ27B-T700

3/4 8.0 9(230) 1 175(1205) 28(700) 27.6(8.4)

FLEXONE
SJ27B-T1000

3/4 8.0 9(230) 2 175(1205) 40(1000) 40.8(12.4)

FLEXONE
SJ27B-T1200

3/4 8.0 9(230) 2 175(1205) 48(1200) 49.6(15.1)

FLEXONE
SJ27B-T1500

3/4 8.0 9(230) 3 175(1205) 60(1500) 62.7(19.1)

FLEXONE
SJ27B-T1800

3/4 8.0 9(230) 4 175(1205) 72(1800) 75.8(23.1)

Model

Rated Pr

essure, p

sig

Nom Inlet 

by Outlet 

Size, in.

Assembly 

length, ft(

mm)

Max No. o

f 90° Bend

s

Min Bend 

Radius, in

.

Equivalent Length 

of 1 in. Schedule 

40 Steel Pipe(c=1

20), ft

FLEXONE
SJ27B-W700

175 1x1/2 2.3(700) 1 6 17

FLEXONE
SJ27B-W1000

175 1x1/2 3.3(1000) 1 6 25

FLEXONE
SJ27B-W1200

175 1x1/2 3.9(1200) 2 6 37

FLEXONE
SJ27B-W1500

175 1x1/2 4.9(1500) 2 6 44

FLEXONE
SJ27B-W1800

175 1x1/2 5.9(1800) 2 6 53

(4) FM 27 - FLEXONE SJ27B-TXXX

Sprinkler Joint System
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FLEXONE 29

- Introduction -

FLEXONE 29, SEUNG JIN Flexible Sprinkler Hose, is designed to be 
used in wet sprinkler systems between the branchline and sprinkler 
when installed in accordance with NFPA 13, 13D, and 13R. 

FLEXONE 29 provides a unique sprinkler drop assembly comprised 
of the following components: 
• Stainless Steel Flexible Hose with Two Slip Nuts 
• Branchline Inlet Nipple 
• Straight Sprinkler Reducer 
• Reducer Bracket, Bar Fixing Clamps, and Support Bar

FLEXONE SJ29N-TXXX / FLEXONE SJ29B-TXXX

Sprinkler Joint System
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Product : Flexible Sprinkler Hose With Fittings
Hose Diameter : 28.8mm
Max. Working Pressure : 200 psi
Max. Ambient Temperature : 225°F
End Connections : 1/2”, 3/4” Outlet Reducer For 
Sprinkler(NPT/BSPT)

1” Inlet Nipple For Pipe(NPT/BSPT)
Material : Stainless Steel 304

Product Code : FLEXONE SJ29N-TXXX / FLEXONE SJ29B-TXXX
FLEXONE SJ29N-WXXX / FLEXONE SJ29B-WXXX

- Strength & Composition -

Using FLEXONE 29 saves time and cost because the system can be 
installed in false ceilings without cutting and threading pipes 
associated with installing a drop, arm-over, and elbows. 

FLEXONE 29 makes it possible to test and charge the system with 
water before installing the ceiling grid. After the ceiling grid is in 
position, the FLEXONE 29 can be reshaped to suit the final sprinkler 
location without draining the system. 

FLEXONE 29 is installed quickly without large and expensive tools. 
Ideal applications include offices, schools, libraries, hospitals, and 
shopping complexes. 

Model Composition
FLEXONE : SEUNG JIN Brand For Sprinkler Joint System

(For Use With Commercial Suspended Ceiling)
SJ : Sprinkler Joint
29 : Hose Nominal Diameter(Ø 28.8)
N / B : N - Unbraided Type / B - Braided Type
T / W : T - Threaded Type / W - Welded Type
XXX : Length

Sprinkler Joint System
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FLEXONE 29 - Hose : 28.8mm(29A)
(1) Threaded Type

Unbraided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ29N-
T700

(UL) N/A N/A

FLEXONE SJ29B-
T700

UL FM (VdS)

FLEXONE SJ29N-
T1000

FLEXONE SJ29B-
T1000

FLEXONE SJ29N-
T1200

FLEXONE SJ29B-
T1200

FLEXONE SJ29N-
T1500

FLEXONE SJ29B-
T1500

FLEXONE SJ29N-
T1800

FLEXONE SJ29B-
T1800

(2) Welded Type

Unbraided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ29N-
W700

N/A N/A N/A

FLEXONE SJ29B-
W700

N/A N/A (VdS)

FLEXONE SJ29N-
W1000

FLEXONE SJ29B-
W1000

FLEXONE SJ29N-
W1200

FLEXONE SJ29B-
W1200

FLEXONE SJ29N-
W1500

FLEXONE SJ29B-
W1500

FLEXONE SJ29N-
W1800

FLEXONE SJ29B-
W1800

(*) : In Preparation

FLEXONE
SJ : Sprinkler Joint
29 : 29A(Ø 28.8)
N/B : N - Unbraided Type  

B - Braided Type
W : Welded Type
XXXX : Hose Length

Sprinkler Joint System

FLEXONE SJ29N-WXXX / FLEXONE SJ29B-WXXX

- Approvals -
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Hose Diameter 29A : FLEXONE 29 I.D. : 28.2mm O.D. : 28.8mm

Hose Type Unbraided or Braided Type / Threaded or Welded Type

Max. Ambient Temperature 225°F (107°C)

Max. Working Pressure 200 psi

Minimum Bend Radius 6 Inch (UL/ULC) / 9 Inch (FM)

K-Factor

1/2“ Outlet
5.6 gpm(SJ27N-T(W)XXX)

8.0 gpm(SJ27B-T(W)XXX)

3/4” Outlet
11.2 gpm(SJ27N-T(W)XXX)

16.8 gpm(SJ27B-T(W)XXX)

Length Available 700mm, 1000mm, 1200mm, 1500mm, 1800mm

Connection
Inlet 1”, NPT/BSPT

Outlet 1/2” or 3/4”, NPT/BSPT

Outlet 
Reducer

Insulation Ring

Unbraided Type

Braided Type

Slip Nut

Inlet Nipple

Metal Ring 
(Printed by FM 

Approval)

- Specification -

Sprinkler Joint System

22



- Technical Data -

Model
Rated Pr
essure, p

sig

Nom Inlet 
by Outlet 
Size,in.

Assembly 
length, ft(

mm)

Max No. 
of 90° Be

nds

Min Bend 
Radius, in

.

Equivalent Length 
of 1 in. Schedule 
40 Steel Pipe(c=1

20), ft
FLEXONE

SJ29N-T700
175 1x1/2 2.3(700) 1 6 6

FLEXONE
SJ29N-T1000

175 1x1/2 3.3(1000) 1 6 12

FLEXONE
SJ29N-T1200

175 1x1/2 3.9(1200) 2 6 22

FLEXONE
SJ29N-T1500

175 1x1/2 4.9(1500) 2 6 29

FLEXONE
SJ29N-T1800

175 1x1/2 5.9(1800) 2 6 34

FLEXONE
SJ29N-T700

175 1x3/4 2.3(700) 1 6 11

FLEXONE
SJ29N-T1000

175 1x3/4 3.3(1000) 1 6 16

FLEXONE
SJ29N-T1200

175 1x3/4 3.9(1200) 2 6 30

FLEXONE
SJ29N-T1500

175 1x3/4 4.9(1500) 2 6 38

FLEXONE
SJ29N-T1800

175 1x3/4 5.9(1800) 2 6 40

Model
Rated Pr
essure, p

sig

Nom Inlet 
by Outlet 
Size,in.

Assembly 
length, ft(

mm)

Max No. 
of 90° Be

nds

Min Bend 
Radius, in

.

Equivalent Length 
of 1 in. Schedule 
40 Steel Pipe(c=1

20), ft
FLEXONE

SJ29B-T700
200 1x1/2 2.3(700) 1 6 6

FLEXONE
SJ29B-T1000

200 1x1/2 3.3(1000) 1 6 12

FLEXONE
SJ29B-T1200

200 1x1/2 3.9(1200) 2 6 22

FLEXONE
SJ29B-T1500

200 1x1/2 4.9(1500) 2 6 29

FLEXONE
SJ29B-T1800

200 1x1/2 5.9(1800) 2 6 34

FLEXONE
SJ29B-T700

200 1x3/4 2.3(700) 1 6 11

FLEXONE
SJ29B-T1000

200 1x3/4 3.3(1000) 1 6 16

FLEXONE
SJ29B-T1200

200 1x3/4 3.9(1200) 2 6 30

FLEXONE
SJ29B-T1500

200 1x3/4 4.9(1500) 2 6 38

FLEXONE
SJ29B-T1800

200 1x3/4 5.9(1800) 2 6 40

(1) UL 29 - FLEXONE SJ29N-TXXX

(2) UL 29 - FLEXONE SJ29B-TXXX

Sprinkler Joint System
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- Technical Data -

(3) FM 29 - FLEXONE SJ29B-TXXX

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

FLEXONE
SJ29B-T700

1⁄2 5.6 9(230) 1 175(1205) 28(700) 23(7)

FLEXONE
SJ29B-T1000

1⁄2 5.6 9(230) 2 175(1205) 40(1000) 33.5(10.2)

FLEXONE
SJ29B-T1200

1⁄2 5.6 9(230) 2 175(1205) 48(1200) 40.5(12.3)

FLEXONE
SJ29B-T1500

1⁄2 5.6 9(230) 3 175(1205) 60(1500) 44.9(13.7)

FLEXONE
SJ29B-T1800

1⁄2 5.6 9(230) 4 175(1205) 72(1800) 49.3(15)

FLEXONE
SJ29B-T700

3/4 8.0 9(230) 1 175(1205) 28(700) 16.1(4.9)

FLEXONE
SJ29B-T1000

3/4 8.0 9(230) 2 175(1205) 40(1000) 27.4(8.3)

FLEXONE
SJ29B-T1200

3/4 8.0 9(230) 2 175(1205) 48(1200) 35(10.7)

FLEXONE
SJ29B-T1500

3/4 8.0 9(230) 3 175(1205) 60(1500) 39.3(11.9)

FLEXONE
SJ29B-T1800

3/4 8.0 9(230) 4 175(1205) 72(1800) 43.7(13.3)

FLEXONE SJ29N-TXXX / FLEXONE SJ29B-TXXX

Sprinkler Joint System
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FLEXONE 32

FLEXONE 32, SEUNG JIN Flexible Sprinkler Hose, is designed to be 
used in wet sprinkler systems between the branchline and sprinkler 
when installed in accordance with NFPA 13, 13D, and 13R. 

FLEXONE 32 provides a unique sprinkler drop assembly comprised 
of the following components: 
• Stainless Steel Flexible Hose with Two Slip Nuts 
• Branchline Inlet Nipple 
• Straight Sprinkler Reducer 
• Reducer Bracket, Bar Fixing Clamps, and Support Bar

1) FLEXONE SJ32B-TXXX

2) FLEXONE SJ32B-TXXX-BU

FLEXONE
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
T : Threaded Type
XXXX : Hose Length
Old FM Model  : 
SPB-200

FLEXONE
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
T : Threaded Type
XXXX : Hose Length
BU : Bushing
Old FM Model  : 
SPB-200

Sprinkler Joint System

- Introduction -

25



4) FLEXONE SJ32B-WXXX-BU

3) FLEXONE SJ32B-WXXX

5) FLEXONE SJ32B-WXXX-AU

FLEXONE
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
W : Welded Type
XXXX : Hose Length

Old FM Model  : CCXX-
YYYY

FLEXONE
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
W : Welded Type
XXXX : Hose Length
BU : Bushing 

Old FM Model  : 
CCBUXX-YYYY

FLEXONE
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
W : Welded Type
XXXX : Hose Length
AU : Aluminium Unit

Old FM Model  : 
SBP-BXXX-B1/B2

Sprinkler Joint System
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Product : Flexible Sprinkler Hose With Fittings
Hose Diameter : 31.8mm
Max. Working Pressure : 175 psi (Braided)
Max. Ambient Temperature : 225°F
End Connections : 1/2”, 3/4” Outlet Reducer For 
Sprinkler(NPT/BSPT)

1” Inlet Nipple For Pipe(NPT/BSPT)
Material : Stainless Steel 304
Product Code : FLEXONE SJ32B-TXXX / FLEXONE SJ32B-TXXX-BU

FLEXONE SJ32B-WXXX / FLEXONE SJ32B-WXXX-BU
FLEXONE SJ32B-WXXX-AU1 / FLEXONE SJ32B-WXXX-AU2

Using FLEXONE 32 saves time and cost because the system can be 
installed in false ceilings without cutting and threading pipes 
associated with installing a drop, arm-over, and elbows. 

FLEXONE 32 makes it possible to test and charge the system with 
water before installing the ceiling grid. After the ceiling grid is in 
position, the FLEXONE 32 can be reshaped to suit the final sprinkler 
location without draining the system. 

FLEXONE 32 is installed quickly without large and expensive tools. 
Ideal applications include offices, schools, libraries, hospitals, and 
shopping complexes. 

Model Composition
FLEXONE : SEUNG JIN Brand For Sprinkler Joint System

(For Use With Commercial Suspended Ceiling)
SJ : Sprinkler Joint
32 : Hose Nominal Diameter(Ø 31.8)
B : Braided Type
T / W : T - Threaded Type / W - Welded Type
XXX : Length
BU : FLEXONE Bushing 
AU : FLEXONE Aluminium Unit
1 : Thin Panel Model / 2 : Thick Panel Model

- Strength & Composition -

Sprinkler Joint System
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FLEXONE 32 - Hose : 31.8mm(32A)
(1) Threaded Type

Braided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ32B-
T800

N/A FM N/A

FLEXONE SJ32B-
T800-BU

N/A FM N/A

FLEXONE SJ32B-
T1000

FLEXONE SJ32B-
T1000-BU

FLEXONE SJ32B-
T1200

FLEXONE SJ32B-
T1200-BU

FLEXONE SJ32B-
T1500

FLEXONE SJ32B-
T1500-BU

FLEXONE SJ32B-
T1800

FLEXONE SJ32B-
T1800-BU

(2) Welded Type
Unbraided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ32B-
W800

N/A FM N/A

FLEXONE SJ32B-
W800-BU

N/A FM N/A

FLEXONE SJ32B-
W1000

FLEXONE SJ32B-
W1000-BU

FLEXONE SJ32B-
W1200

FLEXONE SJ32B-
W1200-BU

FLEXONE SJ32B-
W1500

FLEXONE SJ32B-
W1500-BU

FLEXONE SJ32B-
W1800

FLEXONE SJ32B-
W1800-BU

(*) : In Preparation

(3) Welded Type (Aluminium Unit)

Braided UL(C) FM VdS Braided UL(C) FM VdS

FLEXONE SJ32B-
W700-AU1

N/A FM N/A

FLEXONE SJ32B-
W700-AU2

N/A FM N/A

FLEXONE SJ32B-
W1000-AU1

FLEXONE SJ32B-
W1000-AU2

FLEXONE SJ32B-
W1200-AU1

FLEXONE SJ32B-
W1200-AU2

FLEXONE SJ32B-
W1500-AU1

FLEXONE SJ32B-
W1500-AU2

FLEXONE SJ32B-
W1800-AU1

FLEXONE SJ32B-
W1800-AU2

- Approvals -

Sprinkler Joint System
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Hose Diameter 32A : FLEXONE 32 I.D. : 31.2mm O.D. : 31.8mm

Hose Type Braided Type / Threaded or Welded Type

Max. Ambient Temperature 225°F (107°C)

Max. Working Pressure 175 psi (Braided)

Minimum Bend Radius 8 Inch, 11.8 Inch (FM)

K-Factor 1/2“ Outlet 5.6 gpm

3/4” Outlet 8.0 gpm

Length Available 800mm, 1000mm, 1200mm, 1500mm, 1800mm

Connection
Inlet 1”, NPT/BSPT

Outlet 1/2” or 3/4”, NPT/BSPT

Outlet 
Reducer(STS)

Only Braided Type

Slip Nut(STS)

Metal Ring 
(Printed by FM 

Approval)
Square Bar

Center Bracket Bar Fixing Clamp

- Specification -

Sprinkler Joint System
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- Technical Data -

(1) FM 32 - FLEXONE SJ32B-TXXX

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

FLEXONE
SJ32B-T800

1⁄2 5.6 11.8(300) 1 175(1205) 31(800) 18.7(5.7)

FLEXONE
SJ32B-T1000

1⁄2 5.6 11.8(300) 2 175(1205) 39(1000) 23.2(7.0)

FLEXONE
SJ32B-T1200

1⁄2 5.6 11.8(300) 2 175(1205) 47(1200) 25.9(7.9)

FLEXONE
SJ32B-T1500

1⁄2 5.6 11.8(300) 3 175(1205) 59(1500) 31.9(9.7)

FLEXONE
SJ32B-T1800

1⁄2 5.6 11.8(300) 4 175(1205) 71(1800) 35.1(10.7)

FLEXONE
SJ32B-T800

3/4 8.0 11.8(300) 1 175(1205) 31(800) 10.8(3.3)

FLEXONE
SJ32B-T1000

3/4 8.0 11.8(300) 2 175(1205) 39(1000) 14.8(4.5)

FLEXONE
SJ32B-T1200

3/4 8.0 11.8(300) 2 175(1205) 47(1200) 18.7(5.7)

FLEXONE
SJ32B-T1500

3/4 8.0 11.8(300) 3 175(1205) 59(1500) 22.9(6.9)

FLEXONE
SJ32B-T1800

3/4 8.0 11.8(300) 4 175(1205) 71(1800) 26.2(7.9)

FLEXONE SJ32B-TXXX

Sprinkler Joint System
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- Technical Data -

(2) FM 32 - FLEXONE SJ32B-TXXX-BU

Model
NPT
in.

K-Factor

Minimum 
Bend

Radius
in.(mm)

Number 
of 

Bends

Rated 
Working 
Pressure
psi (kPa)

Hose 
Assembly

length 
in.(mm)

Equivalent 
Length of 1 in.

Schedule 40 Pip
e, ft(m)

FLEXONE
SJ32B-T800-

BU
1⁄2 5.6 11.8(300) 1 175(1205) 31(800) 18.7(5.7)

FLEXONE
SJ32B-T1000-

BU
1⁄2 5.6 11.8(300) 2 175(1205) 39(1000) 23.2(7.0)

FLEXONE
SJ32B-T1200-

BU
1⁄2 5.6 11.8(300) 2 175(1205) 47(1200) 25.9(7.9)

FLEXONE
SJ32B-T1500-

BU
1⁄2 5.6 11.8(300) 3 175(1205) 59(1500) 31.9(9.7)

FLEXONE
SJ32B-T1800-

BU
1⁄2 5.6 11.8(300) 4 175(1205) 71(1800) 35.1(10.7)

FLEXONE
SJ32B-T800-

BU
3/4 8.0 11.8(300) 1 175(1205) 31(800) 10.8(3.3)

FLEXONE
SJ32B-T1000-

BU
3/4 8.0 11.8(300) 2 175(1205) 39(1000) 14.8(4.5)

FLEXONE
SJ32B-T1200-

BU
3/4 8.0 11.8(300) 2 175(1205) 47(1200) 18.7(5.7)

FLEXONE
SJ32B-T1500-

BU
3/4 8.0 11.8(300) 3 175(1205) 59(1500) 22.9(6.9)

FLEXONE
SJ32B-T1800-

BU
3/4 8.0 11.8(300) 4 175(1205) 71(1800) 26.2(7.9)

FLEXONE SJ32B-TXXX-BU

Sprinkler Joint System
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(1) FM 32 - FLEXONE SJ32B-WXXX

Model
NPT
in.

K-Factor

Minimum 
Bend

Radius
in.(mm)

Number 
of 

Bends

Rated 
Working 
Pressure
psi (kPa)

Hose 
Assembly

length 
in.(mm)

Equivalent 
Length of 1 in.
Schedule 40 Pi

pe, ft(m)

FLEXONE
SJ32B-W800

1⁄2 5.6 8(200) 1 175(1205) 31(800) 18.7(5.7)

FLEXONE
SJ32B-W1000

1⁄2 5.6 8(200) 2 175(1205) 39(1000) 23.2(7.0)

FLEXONE
SJ32B-W1200

1⁄2 5.6 8(200) 2 175(1205) 47(1200) 25.9(7.9)

FLEXONE
SJ32B-W1500

1⁄2 5.6 8(200) 3 175(1205) 59(1500) 31.9(9.7)

FLEXONE
SJ32B-W1800

1⁄2 5.6 8(200) 4 175(1205) 71(1800) 35.1(10.7)

FLEXONE
SJ32B-W800

3/4 8.0 8(200) 1 175(1205) 31(800) 10.8(3.3)

FLEXONE
SJ32B-W1000

3/4 8.0 8(200) 2 175(1205) 39(1000) 14.8(4.5)

FLEXONE
SJ32B-W1200

3/4 8.0 8(200) 2 175(1205) 47(1200) 18.7(5.7)

FLEXONE
SJ32B-W1500

3/4 8.0 8(200) 3 175(1205) 59(1500) 22.9(6.9)

FLEXONE
SJ32B-W1800

3/4 8.0 8(200) 4 175(1205) 71(1800) 26.2(7.9)

FLEXONE SJ32B-WXXX

Sprinkler Joint System

- Technical Data -
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(2) FM 32 - FLEXONE SJ32B-WXXX-BU

Model
NPT
in.

K-Factor

Minimum 
Bend

Radius
in.(mm)

Number 
of 

Bends

Rated 
Working 
Pressure
psi (kPa)

Hose 
Assembly

length 
in.(mm)

Equivalent 
Length of 1 in.

Schedule 40 Pip
e, ft(m)

FLEXONE
SJ32B-W800-

BU
1⁄2 5.6 8(200) 1 175(1205) 31(800) 18.7(5.7)

FLEXONE
SJ32B-W1000-

BU
1⁄2 5.6 8(200) 2 175(1205) 39(1000) 23.2(7.0)

FLEXONE
SJ32B-W1200-

BU
1⁄2 5.6 8(200) 2 175(1205) 47(1200) 25.9(7.9)

FLEXONE
SJ32B-W1500-

BU
1⁄2 5.6 8(200) 3 175(1205) 59(1500) 31.9(9.7)

FLEXONE
SJ32B-W1800-

BU
1⁄2 5.6 8(200) 4 175(1205) 71(1800) 35.1(10.7)

FLEXONE
SJ32B-W800-

BU
3/4 8.0 8(200) 1 175(1205) 31(800) 10.8(3.3)

FLEXONE
SJ32B-W1000-

BU
3/4 8.0 8(200) 2 175(1205) 39(1000) 14.8(4.5)

FLEXONE
SJ32B-W1200-

BU
3/4 8.0 8(200) 2 175(1205) 47(1200) 18.7(5.7)

FLEXONE
SJ32B-W1500-

BU
3/4 8.0 8(200) 3 175(1205) 59(1500) 22.9(6.9)

FLEXONE
SJ32B-W1800-

BU
3/4 8.0 8(200) 4 175(1205) 71(1800) 26.2(7.9)

FLEXONE SJ32B-WXXX-BU

- Technical Data -

Sprinkler Joint System
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(1) FM 32 - FLEXONE SJ32B-WXXX-AU1

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

FLEXONE
SJ32B-W700-

AU1
1⁄2 5.6 11.8(300) 1 175(1205) 27(700) 18.9(5.7)

FLEXONE
SJ32B-W1000-

AU1
1⁄2 5.6 11.8(300) 2 175(1205) 39(1000) 23.3(7.0)

FLEXONE
SJ32B-W1200-

AU1
1⁄2 5.6 11.8(300) 2 175(1205) 47(1200) 26.3(8.0)

FLEXONE
SJ32B-W1500-

AU1
1⁄2 5.6 11.8(300) 3 175(1205) 59(1500) 30.7(9.3)

FLEXONE
SJ32B-W1800-

AU1
1⁄2 5.6 11.8(300) 4 175(1205) 71(1800) 33.5(10.2)

FLEXONE
SJ32B-W700-

AU1
3/4 8.0 11.8(300) 1 175(1205) 27(700) 9.6(2.9)

FLEXONE
SJ32B-W1000-

AU1
3/4 8.0 11.8(300) 2 175(1205) 39(1000) 13.9(4.2)

FLEXONE
SJ32B-W1200-

AU1
3/4 8.0 11.8(300) 2 175(1205) 47(1200) 16.2(4.9)

FLEXONE
SJ32B-W1500-

AU1
3/4 8.0 11.8(300) 3 175(1205) 59(1500) 22.3(6.8)

FLEXONE
SJ32B-W1800-

AU1
3/4 8.0 11.8(300) 4 175(1205) 71(1800) 27.1(8.3)

FLEXONE AU1 For Use 
With Thin Panel

FLEXONE Aluminium Unit

- Technical Data -

Sprinkler Joint System

34



(2) FM 32 - FLEXONE SJ32B-WXXX-AU2

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

FLEXONE
SJ32B-W700-

AU2
1⁄2 5.6 11.8(300) 1 175(1205) 27(700) 18.9(5.7)

FLEXONE
SJ32B-W1000-

AU2
1⁄2 5.6 11.8(300) 2 175(1205) 39(1000) 23.3(7.0)

FLEXONE
SJ32B-W1200-

AU2
1⁄2 5.6 11.8(300) 2 175(1205) 47(1200) 26.3(8.0)

FLEXONE
SJ32B-W1500-

AU2
1⁄2 5.6 11.8(300) 3 175(1205) 59(1500) 30.7(9.3)

FLEXONE
SJ32B-W1800-

AU2
1⁄2 5.6 11.8(300) 4 175(1205) 71(1800) 33.5(10.2)

FLEXONE
SJ32B-W700-

AU2
3/4 8.0 11.8(300) 1 175(1205) 27(700) 9.6(2.9)

FLEXONE
SJ32B-W1000-

AU2
3/4 8.0 11.8(300) 2 175(1205) 39(1000) 13.9(4.2)

FLEXONE
SJ32B-W1200-

AU2
3/4 8.0 11.8(300) 2 175(1205) 47(1200) 16.2(4.9)

FLEXONE
SJ32B-W1500-

AU2
3/4 8.0 11.8(300) 3 175(1205) 59(1500) 22.3(6.8)

FLEXONE
SJ32B-W1800-

AU2
3/4 8.0 11.8(300) 4 175(1205) 71(1800) 27.1(8.3)

FLEXONE Aluminium Unit

FLEXONE AU2 For Use 
With Thin Panel

- Technical Data -
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FLEXONE SJXXB-TXXX With Adapter
FLEXONE SJXXB-WXXX-AU1/AU2 

FLEXONE 32 Use With Dry Pendent
(For Use With Dry Pipe System)

FLEXONE 32 - FLEXIBLE CONNECTIONS FOR 
COLD STORAGE AND FREEZER APPLICATIONS
FLEXONE 32, can be used for a Flexible Hose Connection for Cold 
Storage And Freezer Applications of Dry Pipe System. To do so, it 
needs specially designed Dry Pendant Adapter to connect between 
Slip Nut of Flexible Hose and Dry Pendant. According to the 
threaded sizes of Dry Pendent, the Adapter can be made with 1” 
or 1-1/4” NPT Thread. To connect with Slip Nut, the thread should 
be M33 of PF 1”. To fix the Dry pendent on the ceiling grid, it needs 
a specific Fixing Bracket System such as Dry Pendent Bushing or 
Wing Bracket with Fixing bolts. Another way for Cold Storage and 
Freezer Applications (Dry Pipe System), is to use FLEXONE 
Aluminium Units. In use for Cold Storage and Freezer Application, 
the ceiling is specially designed and full with Insulation in the 
Ceiling Grid. Using the FLEXONE Aluminium Unit, the customer can 
insert a Dry Pendent into the Aluminium Unit and Aluminium Unit 
can be fixed adjusting the height of the specific ceiling grid. 

Aluminium 
Unit

Dry Pendent 
Adapter

Dry Pendent

Sprinkler Joint System
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CPVCFLEX SJXXN-T(W)XXX 
CPVCFLEX SJXXB-T(W)XXX

CPVCFLEX 25 - NEW SOLUTION FOR 
COMMERCIAL SUSPENDED CEILING
CPVCFLEX 25, is a Flexible Hose Connection with CPVC Pipe and 
Fittings. This product is newly designed by the superior technology 
of SEUNG JIN. CPVCFLEX 25 has 24.8mm hose diameter and 200 psi 
working pressure as same with FLEXONE 25. However, to connect 
with CPVC Pipe and Fittings, the inlet part is made by CPVC Adapter 
as a Uni-Body with Flexible Sprinkler Hose. Differently from the 
existing Sprinkler Joint Solution, this CPVCFLEX 25 improves away a 
CPVC Valve Socket and an Inlet Nipple. And with the CPVC Adapter, 
the hose can be connected with CPVC Pipe directly by CPVC Glue. 
This product is very innovated and reduces the cost and makes it 
easy to install the Flexible Sprinkler Hose to the Branch Pipe(CPVC). 
CPVCFLEX 25 is unique and patented by SEUNG JIN.

Versatile CPVCFLEX
• 1 Hose Diameters : CPVCFLEX 25(Ø 24.8) 
• 2 End Connections : Threaded(Slip Nut) Type & Welded Type
• 2 Shapes : Braided Type & Unbraided Type
• 1 Use : Commercial Suspended Ceiling
• 1 Special Unit : CPVCFLEX Adapter(CPVC)

FLEXONE Under Development
(Specialized Flexible Sprinkler Hose)

Sprinkler Joint System
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SUPERFLEX SJXXB-TXXX

SUPERFLEX - NEW SOLUTION FOR 
COMMERCIAL SUSPENDED CEILING

SUPERFLEX, is newly designed product by SEUNG JIN. 
This SUPERFLEX is specialized in Flexibility. Differently from existing 
FLEXONE, this hose is made by Annular Corrugated Hose, not 
Helical Corrugated Hose. SUPERFLEX has 2 kinds of hose diameter, 
27A(26.8mm) and 29A(28.8mm).  
With Superior Flexibility, this hose minimized the Minimum Bend 
Radius as much as possible. So, the Minimum Bend Radius of 
SUPERFLEX shows or disproves the Superior Flexibility.

Versatile SUPERFLEX
• 2 Hose Diameters : SUPERFLEX 27(Ø 26.8), SUPERFLEX 29(Ø 28.8)
• 1 End Connections : Threaded(Slip Nut) Type
• 1 Shape : Braided Type
• 1 Use : Commercial Suspended Ceiling

FLEXONE Under Development
(Specialized Flexible Sprinkler Hose)

Sprinkler Joint System
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HIGHFLEX - NEW SOLUTION FOR COMMERCIAL 
SUSPENDED CEILING
HIGHFLEX, is newly designed product by SEUNG JIN. 
This HIGHFLEX is specialized in High Working Pressure(300 psi). 
Differently from existing FLEXONE, this hose is also made by 
Annular Corrugated Hose, not Helical Corrugated Hose, similar with 
SUPERFLEX. And HIGHFLEX has 2 kinds of hose diameter,
27A(26.8mm) and 29A(28.8mm).  Enduring High Working 
Pressure(300 psi), (Design & Test Pressure is 450 psi) , with 
Superior Durability, this hose has 300 psi working pressure 
different from 175 psi or 200 psi of FLEXONE.

Versatile HIGHFLEX
• 2 Hose Diameters : HIGHFLEX 27(Ø 26.8), HIGHFLEX 29(Ø 28.8)
• 1 End Connections : Welded Type
• 1 Shape : Braided Type
• 1 Use : Commercial Suspended Ceiling

FLEXONE Under Development
(Specialized Flexible Sprinkler Hose)

HIGHFLEX SJXXB-WXXX

Sprinkler Joint System
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CLEANFLEX SJXXB-TXXX
CLEANFLEX SJXXB-WXXX

CLEANFLEX SJXXB-WXXX-AU1/AU2

CLEANFLEX - ONE SOLUTION FOR CLEANROOM 
CEILING
CLEANFLEX, SEUNG JIN Flexible Sprinkler Hose With Fittings For Use 
With Cleanroom Ceiling can be one solution for the installation of 
Sprinkler Fitting System specifically for use in clean room ceilings, 
where vibration and differential movement between piping and 
sprinklers in a factory. CLEANFLEX has 31.8mm Hose Diameter for 
the advantage of Low Friction Loss of piping system design and can 
be used for high pressure use by stainless steel braiding. The fitting 
connection is either Threaded or Welded Type, between Mould Bar 
for sprinkler and Flexible Tube. CLEANFLEX is certificated by FM 
Approval. VdS and CCCF is now in the process.   

Versatile CLEANFLEX
• 1 Hose Diameter : CLEANFLEX 32(Ø 31.8) 

- Considering Friction Loss & Designing Fire Sprinkler System 
• 2 End Connections : Threaded(Slip Nut) Type & Welded Type
• 1 Shape : Only Braided Type
• 1 Use : Cleanroom Ceiling
• 1 Special Unit : CLEANFLEX Aluminium Unit.

CLEANFLEX 
Flexible Sprinkler Hose 

With Fittings

Sprinkler Joint System
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CLEANFLEX 32
- Introduction -

CLEANFLEX 32, SEUNG JIN Flexible Sprinkler Hose, is suitable only 
for providing a connection between water supply piping to an 
automatic sprinkler in the ceiling area of a clean room. It offers 
the advantage of providing greater flexibility in the location of 
automatic sprinkler than conventional rigid piping. 

CLEANFLEX 32 provides a unique sprinkler drop assembly 
comprised of the following components: 
• Stainless Steel Corrugated Hose With Stainless Steel Wire 
Mesh(Braid) 
• Welded(or Threaded) Stainless Steel Nipple with Male Thread 
at the Inlet 
• Welded(or Threaded) Stainless Steel Mould Bar with 1/2 in or 
3/4 in. NPT or BSPT female thread at the Outlet  
• Attached Stainless Steel Collar to the outlet Mould Bar with two 
steel set screws for attaching the product to clean room ceiling 
bracket.

CLEANFLEX SJ32B-TXXX

CLEANFLEX SJ32B-WXXX

Sprinkler Joint System
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CLEANFLEX SJ32B-WXXX-AU1/AU2

CLEANFLEX SJ32B-WXXX

CLEANFLEX SJ32B-TXXX

CLEANFLEX
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
T : Threaded Type
XXXX : Hose Length

Old FM Model  : 
SJ-CR-XX

CLEANFLEX
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
W : Welded Type
XXXX : Hose Length

Old FM Model  : 
CRXXYY-ZZZ

CLEANFLEX
SJ : Sprinkler Joint
32 : 32A(Ø 31.8)
B : Braided Type
W : Welded Type
XXXX : Hose Length

Old FM Model  : 
SJ-CR-XX-B1/B2

Sprinkler Joint System
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Product : Flexible Sprinkler Hose With Fittings
Hose Diameter : 31.8mm
Max. Working Pressure : 175 psi (Braided)
Max. Ambient Temperature : 225°F
End Connections - 1/2”, 3/4” Outlet Reducer For 
Sprinkler(NPT/BSPT)

1” Inlet Nipple For 
Pipe(Weld/Thread(NPT/BSPT))
Material : Stainless Steel 304

Product Code : CLEANFLEX SJ32B-TXXX / CLEANFLEX SJ32B-WXXX
CLEANFLEX SJ32B-WXXX-AU1 / CLEANFLEX SJ32B-WXXX-AU2

Sprinkler mains and drops are prefabricated with the rest of the 
ceiling grid system to greatly simplify fab construction, saving time 
and preventing contamination. In use, the factory installed sprinkler 
system makes reconfiguration easy. 

CLEANFLEX 32 takes up less space, eliminating the need for 
interstitial piping and sprinkler supports, and reduces field-installed 
main piping by 80 percent.  It protects against seismic activity and 
vibration. 

Model Composition
CLEANFLEX : SEUNG JIN Brand For Sprinkler Joint System 

(For Use With Cleanroom Ceiling)
SJ : Sprinkler Joint
32 : Hose Nominal Diameter(Ø 31.8)
B : Braided Type
T / W : T - Threaded Type / W - Welded Type
XXX : Length
AU : CLEANFLEX Aluminium Unit
1 : Thin Panel Model / 2 : Thick Panel Model

- Strength & Composition -

Sprinkler Joint System
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- Approvals -

CLEANFLEX 32 - Hose : 31.8mm(32A)

(1) Threaded / Welded Type

Threaded UL(C) FM VdS Welded UL(C) FM VdS

CLEANFLEX SJ32B-
T1000

N/A FM N/A

CLEANFLEX SJ32B-
W1000

N/A FM N/A

CLEANFLEX SJ32B-
T1200

CLEANFLEX SJ32B-
W1200

CLEANFLEX SJ32B-
T1500

CLEANFLEX SJ32B-
W1500

CLEANFLEX SJ32B-
T1800

CLEANFLEX SJ32B-
W1800

(2) Welded Type (Aluminium Unit)

Welded UL(C) FM VdS Welded UL(C) FM VdS

CLEANFLEX SJ32B-
W1000-AU1

N/A FM N/A

CLEANFLEX SJ32B-
W1000-AU2

N/A FM N/A

CLEANFLEX SJ32B-
W1200-AU1

CLEANFLEX SJ32B-
W1200-AU2

CLEANFLEX SJ32B-
W1500-AU1

CLEANFLEX SJ32B-
W1500-AU2

CLEANFLEX SJ32B-
W1800-AU1

CLEANFLEX SJ32B-
W1800-AU2

CLEANFLEX Aluminium Unit

Sprinkler Joint System

44



Hose Diameter 32A : CLEANFLEX 32 I.D. : 31.2mm O.D. : 31.8mm

Hose Type Braided Type / Threaded or Welded Type

Max. Ambient Temperature 225°F (107°C)

Max. Working Pressure 175 psi (Braided)

Minimum Bend Radius 8 Inch, 11.8 Inch, 15.7 Inch (FM)

K-Factor 1/2“ Outlet 5.6 gpm

3/4” Outlet 8.0 gpm

Length Available 1000mm, 1200mm, 1500mm, 1800mm

Connection
Inlet 1”, NPT/BSPT

Outlet 1/2” or 3/4”, NPT/BSPT

- Specification -

Mold Bar(STS)

Metal Ring 
printed by FM 

Approval

Braided 
Flexible Tube

O-Ring

Bracket

1/2” or 3/4” 
Outlet

Sprinkler Joint System
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- Technical Data -

(1) FM 32 - CLEANFLEX SJ32B-TXXX 

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

CLEANFLEX 
SJ32B-T1000

1⁄2 5.6
15.7(400)

2 175(1205) 39(1000) 22.6(6.9)

CLEANFLEX 
SJ32B-T1200

1⁄2 5.6
15.7(400)

3 175(1205) 47(1200) 30.1(9.1)

CLEANFLEX 
SJ32B-T1500

1⁄2 5.6
15.7(400)

3 175(1205) 59(1500) 32.1(9.8)

CLEANFLEX 
SJ32B-T1800

1⁄2 5.6
15.7(400)

3 175(1205) 71(1800) 36.8(11.2)

CLEANFLEX 
SJ32B-T1000

3/4 8.0
15.7(400)

2 175(1205) 39(1000) 10.1(3.0)

CLEANFLEX 
SJ32B-T1200

3/4 8.0
15.7(400)

3 175(1205) 47(1200) 12.5(3.8)

CLEANFLEX 
SJ32B-T1500

3/4 8.0
15.7(400)

3 175(1205) 59(1500) 17.2(5.2)

CLEANFLEX 
SJ32B-T1800

3/4 8.0
15.7(400)

3 175(1205) 71(1800) 22.5(6.8)

(2) FM 32 - CLEANFLEX SJ32B-WXXX

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 Pip

e, ft(m)

CLEANFLEX 
SJ32B-W1000

1⁄2 5.6
8(203)

2 175(1205) 39(1000) 22.6(6.9)

CLEANFLEX 
SJ32B-W1200

1⁄2 5.6
8(203)

3 175(1205) 47(1200) 30.1(9.1)

CLEANFLEX 
SJ32B-W1500

1⁄2 5.6
8(203)

3 175(1205) 59(1500) 32.1(9.8)

CLEANFLEX 
SJ32B-W1800

1⁄2 5.6
8(203)

3 175(1205) 71(1800) 36.8(11.2)

CLEANFLEX 
SJ32B-W1000

3/4 8.0
8(203)

2 175(1205) 39(1000) 10.1(3.0)

CLEANFLEX 
SJ32B-W1200

3/4 8.0
8(203)

3 175(1205) 47(1200) 12.5(3.8)

CLEANFLEX 
SJ32B-W1500

3/4 8.0
8(203)

3 175(1205) 59(1500) 17.2(5.2)

CLEANFLEX 
SJ32B-W1800

3/4 8.0
8(203)

3 175(1205) 71(1800) 22.5(6.8)

Sprinkler Joint System
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(3) FM 32 - CLEANFLEX SJ32B-WXXX-AU1

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 

Pipe, ft(m)

CLEANFLEX
SJ32B-W1000-

AU1
1⁄2 5.6 11.8(300) 2 175(1205) 39(1000) 22.6(6.9)

CLEANFLEX
SJ32B-W1200-

AU1
1⁄2 5.6 11.8(300) 2 175(1205) 47(1200) 30.1(9.1)

CLEANFLEX
SJ32B-W1500-

AU1
1⁄2 5.6 11.8(300) 3 175(1205) 59(1500) 32.1(9.8)

CLEANFLEX
SJ32B-W1800-

AU1
1⁄2 5.6 11.8(300) 3 175(1205) 71(1800) 36.8(11.2)

CLEANFLEX
SJ32B-W1000-

AU1
3/4 8.0 11.8(300) 2 175(1205) 39(1000) 10.1(3.0)

CLEANFLEX
SJ32B-W1200-

AU1
3/4 8.0 11.8(300) 2 175(1205) 47(1200) 12.5(3.8)

CLEANFLEX
SJ32B-W1500-

AU1
3/4 8.0 11.8(300) 3 175(1205) 59(1500) 17.2(5.2)

CLEANFLEX
SJ32B-W1800-

AU1
3/4 8.0 11.8(300) 3 175(1205) 71(1800) 22.5(6.8)

Sprinkler Joint System

- Technical Data -
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(3) FM 32 - CLEANFLEX SJ32B-WXXX-AU2

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 

Pipe, ft(m)

CLEANFLEX
SJ32B-W1000-

AU2
1⁄2 5.6 11.8(300) 2 175(1205) 39(1000) 22.6(6.9)

CLEANFLEX
SJ32B-W1200-

AU2
1⁄2 5.6 11.8(300) 2 175(1205) 47(1200) 30.1(9.1)

CLEANFLEX
SJ32B-W1500-

AU2
1⁄2 5.6 11.8(300) 3 175(1205) 59(1500) 32.1(9.8)

CLEANFLEX
SJ32B-W1800-

AU2
1⁄2 5.6 11.8(300) 3 175(1205) 71(1800) 36.8(11.2)

CLEANFLEX
SJ32B-W1000-

AU2
3/4 8.0 11.8(300) 2 175(1205) 39(1000) 10.1(3.0)

CLEANFLEX
SJ32B-W1200-

AU2
3/4 8.0 11.8(300) 2 175(1205) 47(1200) 12.5(3.8)

CLEANFLEX
SJ32B-W1500-

AU2
3/4 8.0 11.8(300) 3 175(1205) 59(1500) 17.2(5.2)

CLEANFLEX
SJ32B-W1800-

AU2
3/4 8.0 11.8(300) 3 175(1205) 71(1800) 22.5(6.8)

CLEANFLEX Aluminium Unit

CLEANFLEX AU2 For 
Use With Thick Panel

Sprinkler Joint System

- Technical Data -
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DUCTFLEX SJXXB-TXXX

DUCTFLEX - ONE SOLUTION FOR DUCT 
PROTECTION
DUCTFLEX, SEUNG JIN Flexible Sprinkler Hose With Fittings For Use 
In Duct can be one solution for the installation of Sprinkler Fitting 
System specifically for duct protection, where vibration and 
differential movement between piping and sprinklers in a factory. 
DUCTFLEX has 31.8mm Hose Diameter for the advantage of Low 
Friction Loss of piping system design and can be used for high 
pressure use by stainless steel braiding. The fitting connection is 
Threaded(Slip Nut) Type, for the connection between specially 
designed Fume Duct Mount for sprinkler and Flexible Tube. 
DUCTFLEX is certificated by FM Approval.    

Versatile DUCTFLEX
• 1 Hose Diameter : DUCTFLEX 32(Ø 31.8) 

- Considering Friction Loss & Designing Fire Sprinkler System 
• 1 End Connection : Threaded(Slip Nut) Type
• 1 Shape : Only Braided Type
• 1 Use : Duct Protection
• 1 Special Unit : Fume Duct Mount

DUCTFLEX 
Flexible Sprinkler Hose 

With Fittings

Sprinkler Joint System
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DUCTFLEX 32
- Introduction -

DUCTFLEX 32, SEUNG JIN Flexible Sprinkler Hose, is suitable only 
for providing a connection between water supply piping to an 
automatic sprinkler in Ducts. It offers the advantage of providing 
greater flexibility in the location of automatic sprinkler than 
conventional rigid piping.

DUCTFLEX 32 provides a unique sprinkler drop assembly 
comprised of the following components: 
• Stainless Steel Corrugated Hose With Stainless Steel Wire 
Mesh(Braid) 
• Welded(or Threaded) Stainless Steel Nipple with Male Thread at 
the Inlet 
• Threaded Slip Nut for connection with Fume Duct Mount  
• Specially Designed Fume Duct Mount with Head-Protecting 
Plastic Cover and Polybag.

Sprinkler Joint System

DUCTFLEX SJ32B-TXXX
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Product : Flexible Sprinkler Hose With Fittings
Hose Diameter : 31.8mm
Max. Working Pressure : 175psi (Braided)
Max. Ambient Temperature : 225°F
End Connections : 1/2”, 3/4” Outlet Reducer For 
Sprinkler(NPT/BSPT)

1” Inlet Nipple For 
Pipe(Weld/Thread(NPT/BSPT)
Material : Stainless Steel 304

Product Code : DUCTFLEX SJ32B-TXXX

Many industrial facilities generate corrosive exhaust fumes. These 
fumes often include high concentrations of sulfuric, hydrochloric, 
nitric and hydrofluoric acids, smoke, and high velocity solid 
particles. Various ductwork systems found in these facilities are 
designed to remove or filter some hazardous materials. Damage to 
a ductwork system due to fire will usually result in significant 
shutdown of a key process or an entire plant for an extended 
period, which can, of course, lead to substantial financial loss.

DUCTFLEX 32 is designed to extinguish a fire in duct and protect 
Fire Sprinkler System against possible seismic activity, vibration, 
movements resulted from pipe displacement independently. 

Model Composition
DUCTFLEX : SEUNG JIN Brand For Sprinkler Joint System 

(For Use In Duct)
SJ : Sprinkler Joint
32 : Hose Nominal Diameter(Ø 31.8)
B : Braided Type
T : Threaded Type
XXX : Length

Sprinkler Joint System

- Strength & Composition -
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DUCTFLEX 32 - Hose : 31.8mm(32A)
(1) Threaded Type

Threaded UL(C) FM VdS

DUCTFLEX SJ32B-T800

N/A FM N/A

DUCTFLEX SJ32B-T1000

DUCTFLEX SJ32B-T1200

DUCTFLEX SJ32B-T1500

DUCTFLEX SJ32B-T1800

DUCTFLEX Fume Duct Mount

Part Material Quantity

Mounting Block SMC or BMC 1

Mounting Reducer SMC or BMC 1

Washer STS304 4

Bolt STS304 4

Nut STS304 4

O-Ring VITON 2

Poly Bag PE 1

Poly Cap PE 1

Sprinkler Joint System
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Hose Diameter 32A : DUCTFLEX 32 I.D. : 31.2mm O.D. : 31.8mm

Hose Type Braided Type / Threaded Type

Max. Ambient Temperature 225°F (107°C)

Max. Working Pressure 175 psi (Braided)

Minimum Bend Radius 8 Inch (FM)

K-Factor 1/2“ Outlet 5.6 gpm

3/4” Outlet 8.0 gpm

Length Available 800mm, 1000mm, 1200mm, 1500mm, 1800mm

Connection
Inlet 1”, NPT/BSPT

Outlet 1/2” or 3/4”, NPT/BSPT

- Specification -

Braided 
Flexible Tube

Metal Ring 
Printed by FM 

Approval

Slip Nut(STS)

Mounting Reducer 
Inserted by 

Reducer(STS)

Mounting 
Block

Poly Cap

Poly Bag

Sprinkler Joint System
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- Technical Data -

(1) FM 32 - DUCTFLEX SJ32B-TXXX

Model
NPT

in.
K-Factor

Minimum 

Bend

Radius

in.(mm)

Number 

of 

Bends

Rated 

Working 

Pressure

psi (kPa)

Hose 

Assembly

length 

in.(mm)

Equivalent 

Length of 1 in.

Schedule 40 

Pipe, ft(m)

DUCTFLEX 
SJ32B-T800

1⁄2 5.6 8(200) 1 175(1205) 31(800) 18.7(5.7)

DUCTFLEX 
SJ32B-T1000

1⁄2 5.6 8(200) 2 175(1205) 39(1000) 23.2(7.0)

DUCTFLEX 
SJ32B-T1200

1⁄2 5.6 8(200) 2 175(1205) 47(1200) 25.9(7.9)

DUCTFLEX 
SJ32B-T1500

1⁄2 5.6 8(200) 3 175(1205) 59(1500) 31.9(9.7)

DUCTFLEX 
SJ32B-T1800

1⁄2 5.6 8(200) 4 175(1205) 71(1800) 35.1(10.7)

DUCTFLEX
SJ32B-T800

3/4 8.0 8(200) 1 175(1205) 31(800) 10.8(3.3)

DUCTFLEX 
SJ32B-T1000

3/4 8.0 8(200) 2 175(1205) 39(1000) 14.8(4.5)

DUCTFLEX 
SJ32B-T1200

3/4 8.0 8(200) 2 175(1205) 47(1200) 18.7(5.7)

DUCTFLEX 
SJ32B-T1500

3/4 8.0 8(200) 3 175(1205) 59(1500) 22.9(6.9)

DUCTFLEX 
SJ32B-T1800

3/4 8.0 8(200) 4 175(1205) 71(1800) 26.2(7.9)

Sprinkler Joint System
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MISTFLEX SJXXB-TXXX
MISTFLEX SJXXB-EXXX

MISTFLEX - ONE SOLUTION FOR WATER MIST 
SYSTEM
MISTFLEX, SEUNG JIN Connection Hose Assemblies For Water 
Mist System can be one solution for the installation of Water 
Mist Fitting System. MISTFLEX has 2 kinds of hose diameter and 
stainless steel braiding for high pressure of water mist piping. 
The fitting connection is only Welded Type, for the connection 
between the fittings for water mist nozzle and flexible tube and 
enduring the high pressure of water mist system itself.     

Versatile MISTFLEX
• 2 Hose Diameters : MISTFLEX 15(Ø14.5), MISTFLEX 18(Ø17.5)
• 1 End Connection : Welded Type
• 1 Shape : Only Braided Type
• 1 Use : Water Mist Fitting System
• 2 End Types : Both Straight Threaded Ends, Straight and 90°
Elbow End

MISTFLEX 
Connection Hose Assemblies

Water Mist System
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MISTFLEX 15
- Introduction -

MISTFLEX 15, SEUNG JIN Connection Hose Assemblies, is suitable 
only for providing a connection between water supply piping to a 
Water Mist System.  It offers the advantage of providing greater 
flexibility in the location of water mist nozzle than conventional 
rigid piping.

MISTFLEX 15 provides a unique sprinkler drop assembly 
comprised of the following components: 

• Stainless Steel Corrugated Hose With Stainless Steel Wire 
Mesh(Braid) 
• Welded Stainless Steel Hex Nipple with Male Thread at the Inlet 
• Threaded Slip Nut for connection with Water Mist Nozzle  
• Specially Designed for the application of High Pressure

MISTFLEX SJ15B-TXXX

MISTFLEX SJ15B-EXXX

Water Mist System
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Product : Connection Hose Assemblies
Hose Diameter : 14.5mm 
Max. Working Pressure : 140 Bar
Max. Ambient Temperature : 225°F
End Connections : Hose Nipple or Elbow(DIN 3861) With Nut

(DIN 3870), Hex Nipple Thread M20x1.5 12S
Material : Stainless Steel 304

Product Code : MISTFLEX SJ15B-TXXX / MISTFLEX SJ15B-EXXX

- Strength & Composition -

MISTFLEX 15 is mainly used to connect to the sprinkler/spray head 
assembly body to the distribution pipework.

MISTFLEX 15 is designed to extinguish a fire as a part of Water Mist 
System and protect the System against possible seismic activity, 
vibration, movements resulted from pipe displacement 
independently. 

Model Composition
MISTFLEX : SEUNG JIN Brand For Water Mist Fitting System
SJ : Sprinkler Joint
15 : Hose Nominal Diameter(Ø 14.5)
B : Braided Type
T / E : T - Both Straight Threaded End / E - Straight and 90° Elbow 
End
XXX : Length

Water Mist System
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- Approvals -

MISTFLEX 15 - Hose : 14.5mm(15A)
(1) Both Straight Threaded Ends

Threaded UL(C) FM VdS

MISTFLEX SJ15B-T700

N/A N/A N/A

MISTTFLEX SJ15B-T1000

MISTFLEX SJ15B-T1200

MISTFLEX SJ15B-T1500

MISTFLEX SJ15B-T1800

Threaded UL(C) FM VdS

MISTFLEX SJ15B-E700

N/A N/A N/A

MISTFLEX SJ15B-E1000

MISTFLEX SJ15B-E1200

MISTFLEX SJ15B-E1500

MISTFLEX SJ15B-E1800

(2) Straight and 90° Elbow Ends 

Water Mist System
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Hose Diameter 15A : MISTFLEX 15 I.D. : 14.0mm O.D. : 14.5mm

Hose Type Braided Type

Max. Ambient Temperature 225°F (107°C)

Max. Working Pressure 140 Bar

Length Available 200mm, 400mm, 600mm, 1000mm, 1500mm, 2000mm

Connection

Inlet Hex Nipple Thread M20x1.5 12S

Outlet
Hose Nipple or Elbow(DIN 3861) 
With Nut(DIN 3870)

- Specification -

Braided 
Flexible Hose 

Nut(DIN 3870)

Hose Elbow

Hose Nipple

Hex Nipple 
Thread

Metal Ring

Water Mist System
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MISTFLEX 18
- Introduction -

MISTFLEX 18, SEUNG JIN Connection Hose Assemblies, is suitable 
only for providing a connection between water supply piping to a 
Water Mist System.  It offers the advantage of providing greater 
flexibility in the location of water mist nozzle than conventional 
rigid piping.

MISTFLEX 18 provides a unique sprinkler drop assembly comprised 
of the following components: 

• Stainless Steel Corrugated Hose With Stainless Steel Wire 
Mesh(Braid) 
• Welded Stainless Steel Hex Nipple with Male Thread at the Inlet 
• Threaded Slip Nut for connection with Water Mist Nozzle  
• Specially Designed for the application of High Pressure

MISTFLEX SJ18B-TXXX

MISTFLEX SJ18B-EXXX

Water Mist System
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Product : Connection Hose Assemblies
Hose Diameter : 17.5mm 
Max. Working Pressure : 140 Bar
Max. Ambient Temperature : 225°F
End Connections : Hose Nipple or Elbow(DIN 3861) With Nut

(DIN 3870), Hex Nipple Thread M20x1.5 12S
Material : Stainless Steel 304

Product Code : MISTFLEX SJ18B-TXXX / MISTFLEX SJ18B-EXXX

- Strength & Composition -

MISTFLEX 18 is mainly used to connect to the sprinkler/spray head 
assembly body to the distribution pipework.

MISTFLEX 18 is designed to extinguish a fire as a part of Water 
Mist System and protect the System against possible seismic 
activity, vibration, movements resulted from pipe displacement 
independently. 

Model Composition
MISTFLEX : SEUNG JIN Brand For Water Mist Fitting System
SJ : Sprinkler Joint
18 : Hose Nominal Diameter(Ø 17.5)
T / E : T - Both Straight Threaded End / E - Straight and 90° Elbow 
End
XXX : Length

Water Mist System
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- Approvals -

MISTFLEX 18 - Hose : 17.5mm(18A)
(1) Both Straight Threaded Ends 

Threaded UL(C) FM VdS

MISTFLEX SJ18B-T700

N/A N/A N/A

MISTFLEX SJ18B-T1000

MISTFLEX SJ18B-T1200

MISTFLEX SJ18B-T1500

MISTFLEX SJ18B-T1800

Threaded UL(C) FM VdS

MISTFLEX SJ18B-E700

N/A N/A N/A

MISTFLEX SJ18B-E1000

MISTFLEX SJ18B-E1200

MISTFLEX SJ18B-E1500

MISTFLEX SJ18B-E1800

(2) Straight and 90° Elbow Ends 

Water Mist System
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- Specification -

Braided 
Flexible Hose 

Nut(DIN 3870)

Hose Elbow

Hose Nipple

Hex Nipple 
Thread

Metal Ring

Hose Diameter 18A : MISTFLEX 18 I.D. : 17.0mm O.D. : 17.5mm

Hose Type Braided Type

Max. Ambient Temperature 225°F(107°C)

Max. Working Pressure 140 bar

Length Available 200mm, 400mm, 600mm, 1000mm, 1500mm, 2000mm

Connection

Inlet Hex Nipple Thread M20x1.5 12S

Outlet
Hose Nipple or Elbow(DIN 3861) 
With Nut(DIN 3870)

Water Mist System
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