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YONGWON ENC LTD

Company Profile

Company Yongwon ENC LTD

Homepage www.flexdrop.info

C.E.O. Kim Hyungsoo

Founded June 7, 1984

Employee 30 (Jan, 2020)

Item List

1. Sprinkler Flexible Joint (KFI, UL, FM Approval)

2. SP-Joint for Clean Room

3. ALARM CHECK VALVE (UL LISTED)

4. HYDRANT (UL LISTED)

5. Grooved Joint(UL Listed FM Approval)

6. Gate/ Butterfly/Check Valve(UL Listed FM Approval)

http://www.flexdrop.info/
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YONGWON ENC LTD

Certification for Cleanroom type

Model No
Diam
eter

Length
Inlet
Connect
ion

Rated 
Pressure
(psi)

Minimu
m Bend 
Raidus(i
n)

K-factor NPT (in)

YB25-I
YB25-II
YB25-III

DN25
(1“)

700mm
1,000mm
1,200mm
1,500mm
1,800mm

A) 
Threaded
(NPT 1”or 
BSPT 1”)

B) 
Welded 1”

175

8

5.6 ½”YB28-I
YB28-IA
YB28-II
YB28-III DN32

(1.25”)
6

YB28-D-B
YB28-D-F
YB28-D-BP

5.6
8.0

½”
¾”
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YONGWON ENC LTD

Product for cleanroom

Model No
Diam
eter

Length
Inlet
Connect
ion

Rated 
Pressure
(psi)

Minimu
m Bend 
Raidus(i
n)

K-factor NPT (in)

YB25-I
YB25-II
YB25-III

DN25
(1“)

700mm
1,000mm
1,200mm
1,500mm
1,800mm

A) 
Threaded
(NPT 1”or 
BSPT 1”)

B) 
Welded 1”

175

8

5.6 ½”YB28-I
YB28-IA
YB28-II
YB28-III DN32

(1.25”)
6

YB28-D-B
YB28-D-F
YB28-D-BP

5.6
8.0

½”
¾”

YB25/28-I,II,III YB28-D-B/F/BP
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YONGWON ENC LTD

Cleanroom Model

Model No A B C D E F G

Model
Size

(mm)
Size

(in)
Type Inlet Reducer Bracket Gasket Bracket

YB25-I,II,III
YB28-I,II,III

700
1000
1200
1500
1800

½” 
NPT
BSPT

1” BSPT
1” NPT
1” Welded

150mm 
to 

600mm

Close

Open

20mm 
to 

100mm

50mm 
to 

200mm

✓ Model YB2X-I : Each part to flexible hose shall be welded
✓ Model YB2X-II : Outlet reducer part to flexible hose  shall be welded and Inlet nipple part to flexible hose shall be threaded
✓ Model YB2X-III : Each part to flexible hose shall be threaded
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YONGWON ENC LTD

Duct Model

Model No A B C D E

Model
Size

(mm)
Size

(in)
Type Inlet Reducer Connection

YB28-D-B
YB28-D-F
YB28-D-BP

700
1000
1200
1500
1800

½” 

¾”

NPT
BSPT

1” BSPT
1” NPT
1” Welded

120mm
Square / Round

FRP/ PVC
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YONGWON ENC LTD

Installation

Mold bar type

1. Put the bolt on mold bar and 
position the reducer to the hall

2. Put slowly inside the hall
3. Fix the bracket on the mold bar
4. Connect the sprinkler head 

Duct type

1. Make the hall for mounted 
position

2. Put the sprinkler head 
assembled reducer with gasket 
into the duct

3. Fix the mounted part with bolt
4. Assemble the flexible hose
5. Connect the inlet to the main 

pipe
6. Check the position to prevent 

the leak part
* Caution : careful covering  polybag 
during installation



- 끝 -
Sprinkle the Project 
with FLEXDROP

Contact

TEL
82. 2. 782. 4051

E-MAIL
flexdrop@flexdrop.info


